Model
Potgczenie :

ID Obiektu : OAC-

Wydajnos¢ jed. zew.(C/H) : 72,80/ 81,90 kW
Fabrycznie natadowany Re
Dodatkowa ilo$¢ czynnika chtodniczego : 32,99 kg
Miejsce montazu : B1F

erant : 16,0 kg

POGLADOWY SCHEMAT INSTALACJI VRF

—]

—

22,0:42 19,05:42+ 15,88:35*" 15,88:35*" 15,88:35" 12,7:28" 12,7:22,2* 12,7:19,05" 9,52:15,88
3117311 m(d) === 7100/41.1m() 57426 (1) S 4s8/474m(D) 357509 m(0) S 35/544m(0) S— T 127/67,1m(n) 0.6767.7m(0) 1447821 m(3)
Pion Rozdzielacz ielpcz
9,52:15,88
99/77,6 M)
03] IAC-4
9,52:15,88 ] ] (c:7.107 H:7.50 kW)
16,1 /83,2 m(6) 3F konferencja
9,52:15,88 6,35:12,7 6,35:12,7
0,7/55,1 m(1) 0,6/55,7 m(0) 5,2/60,9 m(3)
6,35:12,7
255/58,2m(3)
[i06] IAC-4
6,35:12,7 | } (C:2.20/ H:2,50 kw)
20/57,1 m(3) L 4F 311
i07] IAC-4
9,52:15,88 9,52:15,88 6,35:12,7 .| } mo“m_wo\ H:2,50 kW)
0.6/51,5 m(T) 2.1753,6 m(0) J 2.0/55,6 m(3) = ;1)
fi08] IAC-
6,35:12,7 T ] (c:3.60/ H:4,00 kW)
83/61,9 m(3) 3F 2/3
[i09] IAC-
6,35:12,7 I ] (c:2.20/ H:2,50 kw)
197534 m(3) 3F 2/1
(i10] IAC-
9,52:15,88 6,35:12,7 = ] (c:3.60/ H:4,00 kw)
797493 m(1) 25/51,8 m(3) 2F 11
fi11]1AC-
6,35:12,7 6,35:12,7 ] ] (c:3.60/ H:4,00 kw)

12,7:28*

9,62:15,88

2,4145,0 m(3)

6,35:12,7

[i12] IAC-
m m (C:2,20/ H:2,50 kW)
1F

[i13] IAC-

5,2/46,3 m(3)

6,35:12,7

3,5/49,8 m(3)

6,35:12,7

m m (C:5,60/ H:6,30 kW)

1F recepcja

[i14] IAC-

29/512m(3)

6,35:12,7

L' | m (C:5,60/ H:6,30 kW)

1F poczekalnia

[i15] IAC-
1 ] (c:2.80/ H:3,20 kw)

14,51456 m(2)

3,5/49,1m(1)

12,7:22,2**

B

17,6 /66,7 m(3)

6,35:12,7

= 2F12

[i16] IAC-
1 ] (c:2.20/ H:2,50 kw)

16,8 /65,9 m(3)

12,7:19,05**

2F 1/4

12,7:19,05**

1,9/51,2m(3)

9,52:15,88**

=——2F 1

6,35:12,7

5,7/51,3 m(3)

9,4/60,7 m(2)

6,35:12,7

10,4771,1 m(3)

1,6/72,7 m(1)

6,35:12,7

15/74.2m(2)

6,35:12,7

[i17] 1AC-
i } (C:2,20 H:2,50 kw)

4F 3/5

[i18] IAC-
] ] (C:2.20/ H:2,50 kw)

55/78,2 m(3)

[i19] IAC-
1 ] (c:3.60/ H:4,00 kw)

2.2/73,3 m(3)

———"4F 38

[i20] IAC-
1 ] (C:3,60/ H:4,00 kw)

9,52:15,88 6,35:12,7
0,6/61,3 m(1) 3,4/64,7 m(3)
6,35:12,7

1,3/52,6 m(2)

2] IAC-
{ ] (5,601 H:6,30 kW)
1F

2F 113

[i21] IAC-
1 ] (C:3,60/ H:4,00 kW)

7,9/69,2 m(7)

2F 1/3

4F 3/4

[i01] IAC-4
| ] (C:7.10/ H:7,50 kW)

3F konferencja

[i02] IAC-4
;“ _ (C:7,10/ H:7,50 kW)
3F konferencja

[i04] IAC-4
(C:2,20/ H:2,50 kW)
4F 313

[i05] IAC-4
(C:2,20/ H:2,50 kW)
4F 22



