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1. Teknisk tillganglighet och
matning

Med "Teknisk tillganglighet” avses
tillganglighet under saval SAT som
Garantitid.

= Under SAT sker tillganglighetsmétning
under 8 timmars kontinuerlig kdrning av
maskinen/utrustningen

= Under Garantitiden sker
tillgénglighetsmatning

o0 kontinuerligt under hela
garantitiden med manadsvis
rapportering, alternativt

0 som en sarskild insats, vid
noterade stérningsproblem, under
maximalt 1 manad

2. Tillganglighetskrav for
aktuell utrustning

De parametrar som ligger till grund for
tillganglighetsmatningen &r foljande:

= AT (Teknisk tillganglighet)

= PT (Produktionstid; Manned Hours)
= DT (Teknisk Stopptid)

Tillganglighetskravet AT beraknas enligt
foljande formel dar:

= DT = maximalt tillatna stopptid
= PT = Produktionstid

AT = [(1-DT/PT)*100] %.
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1. Technical availability

“Technical availability” refers to availability
during SAT as well as over the period of
guarantee.

= Under SAT the availability measurement is
performed under 8 hours of continuous
operation of the machine/asset

= Under the period of guarantee the
availability is recorded

o0 continuously under the entire
period of guarantee with monthly
reports, alternatively

0 as a specific effort when production
disturbances are recorded, over a
period of a maximum of 1 month.

2. Availability requirements for
machine/asset

During the availability measurement the
following parameters are recorded:

= AT (Availability Technical)

= PT (Production Time; Manned Hours)

= DT (Technical stoppage time)

The Availability requirement AT is calculated
according to the following formula where:

= DT = maximum allowed downtime

= PT = Production time

AT = [(1-DT/PT)*100] %.
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Tillganglighetsmatningen baseras pa den
produktionstakt som angivits i den Tekniska
Specifikationen.

Anmarkningar angaende stopptid (DT):

- Planerat underhéll ses inte som
stopptid.

- Planerat underhall avser allt
underhall som &r inplanerat och ej
paverkar maskinens planerade
produktion.

Stopptid orsakad av SKF eller tredje
part, raknas ej som stopptid enligt
formeln for teknisk tillganglighet
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The availability measurement is based on the
production rate specified in the Technical
Specification.

Notes regarding downtime (DT):

- Scheduled maintenance is not seen as
downtime.

- Scheduled maintenance refers to all
planned maintenance that does not
disturb the planned manufacturing
process of the machine.

- Downtime caused by SKF or third
party, is not calculated as downtime
within the Technical availability
formula.
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