FLUID CONTROL LAP 2216

An effective and dependable suction and aspiration system is ex-
tremely important for any laparoscopic intervention. Apart from effec-
tive irrigation and suction power, you as a surgeon are also reliant on
simple and effortless operation. We combine optimum performance
parameters in our new generation of FLUID CONTROL LAP 2216
Suction Irrigation Pumps with very easy handling.

The latest technology using an RFID (Radio Frequency Identification)
transponder provides enhanced safety during application. The coded
tubes mean that the type of tubing, the validity and dependability of
the tubing sefs used is automatically identified by the unit.

The validity of each fubing set is checked automatically when it is con-
nected af the start of a procedure. This ensures that single use fubing
setfs are indeed used only once and the reusable set is prevented from
reuse once its maximum life is reached.

Tubing set with piercing connector, (for irrigation),

with luer-lock connector, autoclavable,

incl. 10 replacement membranes,

reusable for 20 reprocessing cycles,

for FLUID CONTROL LAP 2216, 8171223

WOLF(4)

spirit of excellence

More control during the operation

The maximum irrigation and suction output of 2 I/minute offers you the
option of quickly getting the necessary overview and clarity in difficult
and confused situations.

Mix-ups excluded
The RFID tubing sets mean that incorrect fittings and malfunctions are
avoided from the outset.

Simple integration and intuitive handling

The compact dimensions of the FLUID CONTROL LAP 2216 suction
irrigation pump permits integration in any available laparoscopy tower
without requiring a great deal of space.

Positioning the tubing set and the actual operatfion are carried ouf
intuitively and ensure additional process safety during the course of
the operation together with the RFID-coded tubing set.

Efficient cleaning

The unit has been provided with a special surface to facilitate easy
and thorough cleaning for the FLUID CONTROL LAP 2216 Suction
Irrigation Pump.
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POMPA LAPAROSKOPOWA 2216

Pompa laparoskopowa 2216, zestaw:

Produkt

Pompa laparoskopowa 2216, pompa ssgco — ptuczgca do laparoskopii (2216001), w zestawie kabel

zasilajgcy (2440.03)

Lista akcesoriow

2216001

Zestaw drenéw wielokrotnego uzytku z tgcznikiem pierscieniowym (do ptukania), ze ztgczka typu luer,
autoklawowalne, w zestawie 10 membran, dreny mogg by¢ sterylizowane 20 razy, do pompy 2216

8171223

Zestaw drenéw jednorazowego uzytku z tgcznikiem pierscieniowym (do ptukania), ze ztgczka typu luer,

opakowanie 10 sztuk, do pompy 2216

Zestaw drenéw jednorazowego uzytku z tgcznikiem typu Care-Lock (do ptukania), , opakowanie 10 sztuk, do

pompy 2216

4171223

4171224

Zestaw drendw jednorazowego uzytku z tgcznikiem pierscieniowym (do ptukania), ze ztgczkag do uchwytu
ssgco — ptuczacego (8385.901), w zestawie dren odptywowy, opakowanie 10 sztuk, do pompy 2216

Zestaw drendw wielokrotnego uzytku (dren ssacy), autoklawowalny

Filtr ochronny do filtracji gazu, hydrofobiczny (filtr higieniczny)

Pojemnik na odessany ptyn, 3 litry, autoklawowalny

Pojemnik na odessany ptyn, 3 litry, jednorazowy, opakowanie 2 sztuki

Uchwyt do mocowania kontenera na stojaku lub wozku MUT

Uniwersalny uchwyt do zamocowania pompy 2216 przy wézku RIWO

4171225

8170.401

4171.121

8170.981

8170.981

2215.992

32114605

Pobdr mocy:
Maks. Pobo6r mocy:
Maks. Pobor pradu

Klasa medyczna

wg dyrektywy 93/42/EEC
Klasa bezpieczenstwa
Stopien ochrony

Stopien ochrony (kod IP)

Maksymalny przeptyw

Maksymalne cisnienie
Cisnienie odciecia
Cisnienie ssania

Zigcza

Wymiary

Z klamrg

Bez klamry

Masa:

Wyprodukowano i testowano
zgodnie z norma

Dane techniczne

100-240 V zmienne, 50//60 Hz
52 VA
240V 0,22 A

lla

I

BF
P41

Ptukanie: 2,0 I/min (£10%)

Ssanie: 2,0 I/min (+0,4 1/-0,1 |/ min)
400 mm Hg (£ 50 mm Hg)

500 mm Hg po 5 sek. (+ 25 mm Hg)
od -50 kpa do — 60 kpa

Uziemienie, podcisnienie, serwisowe
dt. x szer. x wys.

140 x 210 x 295 (mm)

140 x 210 x 200 (mm)

ok. 4 kg

IEC 60601-1/ EN 60601-1
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