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B130

B130

Φ=315 W

22KV/600

[400 mm]

20 °C

1,50

B131

B131_c

Φ=2407 W

33KV/600

[2400 mm]

20 °C

N

B131

B131_a

Φ=3816 W

33KV/900

[3000 mm]

20 °C

N

B131

B131_d

Φ=3835 W

33KV/900

[3000 mm]

20 °C

N

B109

28

Φ=1155 W

33KV/600

[1320 mm]

20 °C

4,50

B109

29

Φ=1142 W

33KV/600

[1320 mm]

20 °C

4,50

D132

30

Φ=1252 W

33KV/600

[1400 mm]

20 °C

5,00

D132

31

Φ=1247 W

33KV/600

[1400 mm]

20 °C

5,00

D132

32

Φ=1242 W

33KV/600

[1400 mm]

20 °C

4,50

B133

33

Φ=871 W

33KV/600

[920 mm]

20 °C

4,00

B98+B112

1

Φ=2426 W

33KV/600

[2200 mm]

20 °C

N B116

B116

Φ=647 W

22KV/600

[720 mm]

20 °C

6,00

K4

2

Φ=1262 W

33KV/600

[920 mm]

20 °C

N

B98+B112

3

Φ=1447 W

33KV/600

[1320 mm]

20 °C

6,50

B117

B117

Φ=945 W

22KV/600

[1120 mm]

20 °C

6,50

B122

B122

Φ=430 W

22KV/600

[720 mm]

20 °C

1,00

B121

B121_c

Φ=1296 W

33KV/600

[1400 mm]

20 °C

5,00

B121

B121_b

Φ=1290 W

33KV/600

[1400 mm]

20 °C

5,00

B121

B121_a

Φ=1281 W

33KV/600

[1400 mm]

20 °C

5,00

B119

16

Φ=430 W

22KV/600

[720 mm]

20 °C

1,00

B120

13

Φ=1295 W

33KV/600

[1400 mm]

20 °C

5,00

B120

14

Φ=1290 W

33KV/600

[1400 mm]

20 °C

5,00

B120

15

Φ=1281 W

33KV/600

[1400 mm]

20 °C

5,00

B98+B112

7

Φ=2400 W

33KV/600

[2200 mm]

20 °C

N

B98+B112

5

Φ=2393 W

33KV/600

[2200 mm]

20 °C

N

B98+B112

6

Φ=2383 W

33KV/600

[2200 mm]

20 °C

N

B112

12

Φ=375 W

22KV/600

[720 mm]

20 °C

1,00

B118

9

Φ=1214 W

33KV/600

[1400 mm]

20 °C

4,50

B118

10

Φ=1379 W

33KV/600

[1600 mm]

20 °C

5,00

B118

11

Φ=1191 W

33KV/600

[1400 mm]

20 °C

4,50

B125

B125_a

Φ=1310 W

33KV/600

[1400 mm]

20 °C

5,00

B125

B125_b

Φ=1303 W

33KV/600

[1400 mm]

20 °C

5,00

B125

B125_c

Φ=1289 W

33KV/600

[1400 mm]

20 °C

5,00

B114

6

Φ=1305 W

33KV/600

[1400 mm]

20 °C

5,00

B115

10

Φ=375 W

22KV/600

[720 mm]

20 °C

1,00

B114

7

Φ=1306 W

33KV/600

[1400 mm]

20 °C

5,00

B114

8

Φ=1291 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_b

Φ=1253 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_a

Φ=1237 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_c

Φ=1254 W

33KV/600

[1400 mm]

20 °C

5,00

B129

B129

Φ=429 W

22KV/600

[720 mm]

20 °C

1,00

B111

3

Φ=1259 W

33KV/600

[1400 mm]

20 °C

5,00

B111

4

Φ=1251 W

33KV/600

[1400 mm]

20 °C

5,00

B111

5

Φ=1236 W

33KV/600

[1400 mm]

20 °C

5,00

B110

1

Φ=1152 W

33KV/600

[1320 mm]

20 °C

4,50

B110

2

Φ=1144 W

33KV/600

[1320 mm]

20 °C

4,50

B131

B131_b

Φ=2401 W

33KV/600

[2400 mm]

20 °C

N

D145A

D145A

Φ=560 W

22KV/600

[920 mm]

20 °C

1,50

D147

D147_b

Φ=1704 W

33KV/600

[1800 mm]

20 °C

6,00

D145

D145

Φ=585 W

22KV/600

[920 mm]

20 °C

2,00

B144

B144_c

Φ=1223 W

33KV/600

[1320 mm]

20 °C

5,00

B144

B144_b

Φ=1219 W

33KV/600

[1320 mm]

20 °C

5,00

B144

B144_a

Φ=1209 W

33KV/600

[1320 mm]

20 °C

5,00

B144

B144_d

Φ=1225 W

33KV/600

[1320 mm]

20 °C

5,00

B143

B143

Φ=761 W

22KV/600

[1200 mm]

20 °C

3,00

B142

B142

Φ=705 W

22KV/600

[1000 mm]

20 °C

3,50

B141

34

Φ=1228 W

33KV/600

[1320 mm]

20 °C

5,00

B141

35

Φ=1224 W

33KV/600

[1320 mm]

20 °C

5,00

B141

36

Φ=1217 W

33KV/600

[1320 mm]

20 °C

5,00

B141

37

Φ=1206 W

33KV/600

[1320 mm]

20 °C

5,00

B140

17

Φ=1250 W

33KV/600

[1400 mm]

20 °C

5,00

B140

18

Φ=1243 W

33KV/600

[1400 mm]

20 °C

5,00

B140

19

Φ=1231 W

33KV/600

[1400 mm]

20 °C

5,00

D146

D146

Φ=1278 W

33KV/600

[1400 mm]

20 °C

5,00

D147

D147_a

Φ=1879 W

33KV/600

[2000 mm]

20 °C

6,50

D148

D148_a

Φ=1059 W

33KV/600

[1120 mm]

20 °C

4,50

D148

D148_b

Φ=1053 W

33KV/600

[1120 mm]

20 °C

4,50

D148

D148_c

Φ=1042 W

33KV/600

[1120 mm]

20 °C

4,50

B135

B135

Φ=268 W

22KV/600

[400 mm]

20 °C

1,00

B136

20

Φ=1033 W

33KV/600

[1120 mm]

20 °C

4,50

B134

B134

Φ=819 W

33KV/600

[600 mm]

20 °C

N

B137

22

Φ=1057 W

33KV/600

[1120 mm]

20 °C

4,50

B137

23

Φ=1053 W

33KV/600

[1120 mm]

20 °C

4,50

B137

24

Φ=1045 W

33KV/600

[1120 mm]

20 °C

4,50

B139

25

Φ=351 W

22KV/600

[600 mm]

20 °C

1,00

B138

B138

Φ=314 W

22KV/600

[520 mm]

20 °C

1,00

B150

B150

Φ=798 W

33KV/600

[920 mm]

20 °C

3,00

B149

B149_a

Φ=1291 W

33KV/600

[1400 mm]

20 °C

5,00

B149

B149_b

Φ=1284 W

33KV/600

[1400 mm]

20 °C

5,00

B149

B149_c

Φ=1272 W

33KV/600

[1400 mm]

20 °C

5,00

16 x 2,0

315 W

16 x 2,0

2407 W

20 x 2,0

3816 W

20 x 2,0

3835 W

16 x 2,0

1155 W

16 x 2,0

1252 W

16 x 2,0

1247 W

16 x 2,0

1242 W

16 x 2,0

2426 W

16 x 2,0

647 W

20 x 2,0

1262 W

16 x 2,0

1447 W

16 x 2,0

945 W

16 x 2,0

430 W

16 x 2,0

1296 W

16 x 2,0

1290 W

16 x 2,0

430 W

16 x 2,0

1295 W

16 x 2,0

1290 W

16 x 2,0

2400 W

16 x 2,0

2393 W

16 x 2,0

375 W

16 x 2,0

1214 W

16 x 2,0

1379 W

16 x 2,0

1310 W

16 x 2,0

1303 W

16 x 2,0

1305 W

16 x 2,0

1306 W

16 x 2,0

1253 W

16 x 2,0

1254 W

16 x 2,0

1259 W

16 x 2,0

1251 W

16 x 2,0

1152 W

16 x 2,0

2401 W

16 x 2,0

560 W

16 x 2,0

1704 W

16 x 2,0

585 W

16 x 2,0

1223 W

16 x 2,0

1219 W

16 x 2,0

1225 W

16 x 2,0

705 W

16 x 2,0

1228 W

16 x 2,0

1224 W

16 x 2,0

1217 W

16 x 2,0

1250 W

16 x 2,0

1243 W

16 x 2,0

1278 W

16 x 2,0

1059 W

16 x 2,0

1053 W

16 x 2,0

268 W

16 x 2,0

1033 W

16 x 2,0

819 W

16 x 2,0

1057 W

16 x 2,0

1053 W

16 x 2,0

1045 W

16 x 2,0

351 W

16 x 2,0

798 W

16 x 2,0

1291 W

16 x 2,0

1284 W

63 x 6,0

99421 W

ASV-M_GW

DN40

ASV-PV GZ DN50 20-40kPa

DN50

50 x 4,5

62330 W

50 x 4,5

62015 W

32 x 3,0

16968 W

32 x 3,0

14560 W

25 x 2,5

10745 W

20 x 2,0

6132 W

16 x 2,0

2297 W

16 x 2,0

1142 W

85_a

85_a

85_a

20 x 2,0

4613 W

85_a

16 x 2,0

3360 W

16 x 2,0

2113 W

16 x 2,0

871 W

50 x 4,5

45047 W

5

5

5

50 x 4,5

45047 W

5

50 x 4,5

42621 W

50 x 4,5

40326 W

40 x 4,0

36580 W

40 x 4,0

32407 W

40 x 4,0

28131 W

40 x 4,0

24229 W

40 x 4,0

23582 W

32 x 3,0

22320 W

32 x 3,0

20873 W

32 x 3,0

19928 W

32 x 3,0

15769 W

25 x 2,5

8593 W

20 x 2,0

4297 W

20 x 2,0

3867 W

16 x 2,0

2571 W

16 x 2,0

1281 W

20 x 2,0

4297 W

62

62

62

20 x 2,0

4297 W

62

20 x 2,0

3867 W

16 x 2,0

2571 W

16 x 2,0

1281 W

25 x 2,5

7176 W

56

56

56

25 x 2,5

7176 W

56

20 x 2,0

4776 W

16 x 2,0

2383 W

20 x 2,0

4159 W

48

48

48

20 x 2,0

4159 W

48

20 x 2,0

3784 W

16 x 2,0

2570 W

16 x 2,0

1191 W

20 x 2,0

3902 W

34_a

34_a

34_a

20 x 2,0

3902 W

34_a

16 x 2,0

2592 W

16 x 2,0

1289 W

20 x 2,0

4276 W

26

26

26

20 x 2,0

4276 W

26

16 x 2,0

1680 W

16 x 2,0

375 W

16 x 2,0

2596 W

30

16 x 2,0

2596 W

30

30

30

16 x 2,0

1291 W

20 x 2,0

4173 W

18

18

18

20 x 2,0

4173 W

18

16 x 2,0

2491 W

16 x 2,0

1237 W

16 x 2,0

1683 W

19

19

19

16 x 2,0

1683 W

19

16 x 2,0

429 W

20 x 2,0

3745 W

12

20 x 2,0

3745 W

12

12

12

16 x 2,0

2487 W

16 x 2,0

1236 W

16 x 2,0

2295 W

8

16 x 2,0

2295 W

8

8

8

16 x 2,0

1144 W

40 x 4,0

37090 W

93

93

93

40 x 4,0

37090 W

93

40 x 4,0

32445 W

32 x 3,0

26504 W

32 x 3,0

23349 W

32 x 3,0

20949 W

32 x 3,0

17791 W

32 x 3,0

14066 W

32 x 3,0

13507 W

25 x 2,5

11803 W

25 x 2,5

11217 W

20 x 2,0

5637 W

20 x 2,0

3651 W

16 x 2,0

2428 W

16 x 2,0

1209 W

16 x 2,0

1986 W

152

16 x 2,0

1986 W

152

152

152

16 x 2,0

761 W

20 x 2,0

5581 W

142

20 x 2,0

5581 W

142

142

142

20 x 2,0

4875 W

20 x 2,0

3647 W

16 x 2,0

2424 W

16 x 2,0

1206 W

20 x 2,0

3724 W

130_a

20 x 2,0

3724 W

130_a

130_a

130_a

16 x 2,0

2474 W

16 x 2,0

1231 W

16 x 2,0

3158 W

126

16 x 2,0

3158 W

126

126

126

16 x 2,0

1879 W

16 x 2,0

3155 W

118_a

118_a

118_a

16 x 2,0

3155 W

118_a

16 x 2,0

2096 W

16 x 2,0

1042 W

25 x 2,5

5940 W

102

102

102

25 x 2,5

5940 W

102

25 x 2,5

5673 W

20 x 2,0

4639 W

20 x 2,0

3821 W

16 x 2,0

2764 W

16 x 2,0

1711 W

16 x 2,0

665 W

16 x 2,0

314 W

20 x 2,0

4646 W

94

20 x 2,0

4646 W

94

94

94

20 x 2,0

3848 W

16 x 2,0

2557 W

16 x 2,0

1272 W

B112

12

Φ=375 W

22KV/600

[720 mm]

20 °C

1,00

B118

9

Φ=1214 W

33KV/600

[1400 mm]

20 °C

4,50

B118

10

Φ=1379 W

33KV/600

[1600 mm]

20 °C

5,00

B118

11

Φ=1191 W

33KV/600

[1400 mm]

20 °C

4,50

B125

B125_a

Φ=1310 W

33KV/600

[1400 mm]

20 °C

5,00

B125

B125_b

Φ=1303 W

33KV/600

[1400 mm]

20 °C

5,00

B125

B125_c

Φ=1289 W

33KV/600

[1400 mm]

20 °C

5,00

B114

6

Φ=1305 W

33KV/600

[1400 mm]

20 °C

5,00

B115

10

Φ=375 W

22KV/600

[720 mm]

20 °C

1,00

B114

7

Φ=1306 W

33KV/600

[1400 mm]

20 °C

5,00

B114

8

Φ=1291 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_b

Φ=1253 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_a

Φ=1237 W

33KV/600

[1400 mm]

20 °C

5,00

B128

B128_c

Φ=1254 W

33KV/600

[1400 mm]

20 °C

5,00

B129

B129

Φ=429 W

22KV/600

[720 mm]

20 °C

1,00

B111

3

Φ=1259 W

33KV/600

[1400 mm]

20 °C

5,00

B111

4

Φ=1251 W

33KV/600

[1400 mm]

20 °C

5,00

B111

5

Φ=1236 W

33KV/600

[1400 mm]

20 °C

5,00

B110

1

Φ=1152 W

33KV/600

[1320 mm]

20 °C

4,50

B110

2

Φ=1144 W

33KV/600

[1320 mm]

20 °C

4,50

B131

B131_b

Φ=2401 W

33KV/600

[2400 mm]

20 °C

N

D145A

D145A

Φ=560 W

22KV/600

[920 mm]

20 °C

1,50

D147

D147_b

Φ=1704 W

33KV/600

[1800 mm]

20 °C

6,00

D145

D145

Φ=585 W

22KV/600

[920 mm]

20 °C

2,00

B144

B144_c

Φ=1223 W

33KV/600

[1320 mm]

20 °C

5,00

B144

B144_b

Φ=1219 W

33KV/600

[1320 mm]

20 °C

5,00

B144

B144_a

Φ=1209 W

33KV/600

[1320 mm]

20 °C

5,00

16 x 2,0

375 W

16 x 2,0

1214 W

16 x 2,0

1379 W

16 x 2,0

1310 W

16 x 2,0

1303 W

16 x 2,0

1305 W

16 x 2,0

1306 W

16 x 2,0

1253 W

16 x 2,0

1254 W

16 x 2,0

1259 W

16 x 2,0

1251 W

16 x 2,0

1152 W

16 x 2,0

2401 W

16 x 2,0

560 W

16 x 2,0

1704 W

16 x 2,0

585 W

16 x 2,0

1223 W

16 x 2,0

1219 W

48

20 x 2,0

4159 W

48

20 x 2,0

3784 W

16 x 2,0

2570 W

16 x 2,0

1191 W

34_a

20 x 2,0

3902 W

34_a

16 x 2,0

2592 W

16 x 2,0

1289 W

26

20 x 2,0

4276 W

26

16 x 2,0

1680 W

16 x 2,0

375 W

16 x 2,0

2596 W

30

16 x 2,0

2596 W

30

30

30

16 x 2,0

1291 W

18

20 x 2,0

4173 W

18

16 x 2,0

2491 W

16 x 2,0

1237 W

16 x 2,0

1683 W

19

19

19

16 x 2,0

1683 W

19

16 x 2,0

429 W

20 x 2,0

3745 W

12

12

16 x 2,0

2487 W

16 x 2,0

1236 W

16 x 2,0

2295 W

8

8

16 x 2,0

1144 W

93

40 x 4,0

37090 W

93

40 x 4,0

32445 W

32 x 3,0

26504 W

32 x 3,0

23349 W

32 x 3,0

20949 W

32 x 3,0

17791 W

32 x 3,0

14066 W

32 x 3,0

13507 W

25 x 2,5

11803 W

25 x 2,5

11217 W

20 x 2,0

5637 W

20 x 2,0

3651 W

16 x 2,0

2428 W

16 x 2,0

1209 W

16 x 2,0

1986 W

152

152

20 x 2,0
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