DESCRIPTION OF THE SUBJECT OF THE AGREEMENT 
Delivery of  two of high-sensitive, low-noise digital camers for a linear accelerator 
in the PolFEL Free Electron Laser system 

The subject of the order is the delivery of two pieces of a low-noise high-sensitive digital camera. The camera is intended to record the electron diffraction image in the UED line of the linear accelerator.
The proposed camera must meet the technical requirements listed below. Failure to meet any of the requirements is sufficient to reject the offer.

General requirements
The offered device should be under minimum 12-months warranty.
The offered device should be delivered to the recipient within no later then 15th December 2023.
Technical specifications
Device type low-noise high-sensitive digital camera
Sensor resolution at least 1024x1024 px.
Pixel dimension no more than 13x13 micrometers
Quantum efficiency no less than 90% in peak, no less than 85% for wavelength 545 nm.
Readout noise no greater than 0.45 electrons (rms).
Dark current no more than 0.016 electrons/pixel/s
Frame rate at least 16 fps
Bit depth: 16-bits
External trigger available
Customizable Regions of Interest (ROI)
Pixel binning at least 2x2 and 4x4
Photon counting mode
Integrated air cooling, optional water cooling.
C-mount lens mounting.
Software and complete documentation included for the offered device and full documentation (in Polish or English)
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