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NOTES

- PREVENT SCREW HOLES FORM BEING FILLED WITH DEBRIS.
- REFER TO : (1) FOUNTAIN SPECIFICATION.
(2) INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT.
- WEIR ADJUSTMENT : (3) LOOSEN 4 FACE PLATE SCREWS.
(4) LOOSEN ADJUSTMENT SCREW WING NUT.
(5) MOVE ADJUSTMENT WEIR TO DESIRED LOCATION.
(6) RETIGHTEN FACE PLATE SCREWS.
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NOTES

(1) REFER TO FOUNTAIN SPECIFICATION.
(2) DO NOT SCALE DRAWING.
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NOTES

(1) REFER TO FOUNTAIN SPECIFICATION

(2) REFER TO INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT
(3) PREVENT THREADED HOLES BEING FILLED WITH DEBRIS

(4) MATERIALS: BRASS, BRONZE, S.S. FASTENERS

(5) DO NOT SCALE DRAWING
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(2) REFER TO INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT
(3) PREVENT THREADED HOLES BEING FILLED WITH DEBRIS

(4) MATERIALS: BRASS, BRONZE, S.S. FASTENERS

(5) DO NOT SCALE DRAWING
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OPTIONAL CONNECT KIT
NWS100A600 WATER SUPPLY NOT TO SCALE
Notes

1 Fixture must be installed by a qualified electrician.

2 Refer to local and state codes for installation compliance.

3. LED Light requires a 12VDC to 24VDC power supply. Please see our LEDPS Series.
4, Refer to the wiring diagram and instructions shipped with the product.

5 Minimum 1/8"(3mm) suction strainer is required. Discharge filter is recommended.
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FOUNTAIN OVERFLOW DRAIN - WALL MOUNTED, 4 OUTLET DRAIN, 2"¢ FOUNTAIN SUCTION FITTING, 6"¢ FOUNTAIN SUCTION FITTING, 8"# e com
’ : ! ! e PLAYDECK CHOREOSWITCH® SERIES REV.
TEM NO. I TEM NO. \TEM NO. \TEM NO. ROUND SLAB HANGAR VERSION LED280 0
[ [ 12VDC to 26VDC 30W RGBW LED June 2016
EBJ-212a 4 (_ Ess-300 N\(  IFa-600 ) e
Crystal's LEDPS510 series of pool rated power and data supply panels are UL379 rated. They are one
INTERNAL CORD SEALS WATER LEVEL part of an overall DMX/RDM controlled water feature (DMX/RDM controlled jet or light + LEDPS Power
GROUND LUG and Data supply + LEDQUE2 DMX Storage/Playback Unit. The LEDPS510, 514 series comply with
(EGS SERIES) AIR EXHAUST PASSAGE the NEC (National Electric Code) 680.23.A.2 for fountain lights to be connected to Pool and Spa rated
transformers and power supplies
JUNCTION BOX
(E8J-212) I \ FINISHED The LEDPSS513, 517 series provide 1000W of power and are used in conjunction with Crystal's DMX
OOL FLOOR WATER LEVEL /\./\—./\L BOLT & WASHER controlled jet and lighting products.
(TYP. OF 3)
* /i) MEDIUM: DYNAMIC DIFFUSER They work with the following Crystal DMX controlled products:
LEVEL - LEDOO4 Light Series  LED170 Light Series NPC/NFD DMX Fog Series
" - PLATE o LEDOO7 Light Series ~ LED180 Choreoswitch Series NPN DMX Pop Nozzle Series
SENSOR ROUND) ————F !
\\ ( ) LEDO40 Light Series LED190 Light Series SWS DMX Choreoswitch Series
HIGH: STATIC LEVEL LED140 Leaper Series  LED200 DMX Choreoswitch Series ~ SWT100 DMX Choreoswitch Series
5 [127] SENSOR EXTENSION ROD LED150 Dynamite Blast LED210 DMX Choreoswitch Series ~ SWD200 DMX Spyra Series
10" [305] FIXED TO INLET BODY BY LED160 Light Series  LED260 Light Series WMV127 Laminar Series
l LOW: SAFE OFF COVER SHROUD STUD (TYP. OF 3) H \ LED165 Light Series LED280 DMX Choreoswitch Series
SENSOR  —rtf— SCREW FIN. POOL FL.
THREADED IO / e .
Features:
_ CONNECTION 1
! | Circuit break 1
PUDDLE FLANGE ——————————#=— _ 1/4"DIA.,32mm ﬁ WATER INLET PASSAGE <Cooling system o &
N.P.T./B.S.P. — Push lock connectors
(INSTALLER TO USE —\ «Diagnostic LED's [200]
CONCRETE SLAB  ——————t THREAD SEALANT) 8
\)C " Specification
16/5 CABLE FITTING BODY, & eEnclosure: Plastic NEMA 4
CONCRETE [¢152] FEMALE eInput voltages: 115VAC, 60Hz, 10Amps or 220VAC, 50Hz, 5Amps
= SLAB THREADS (N.P.T./B.S.P.) sRatings:
14 6 COPPER WIRE i / o n T ;Jt:;; :'ooorl,o ifdaé Dafn[i:oumam Rated Power Supply at 120VAC, 60Hz
ON BOND SCREW \\ BASE [l | WIRE LEADS CONNECT TO +Output: 12/24VDC, 500VA 21"
~ y " SENSOR CONTROLS 146 COPPER WIRE +40A MAX per 24Vdc Model (525}
RED - STATIC +80A MAX per 12Vdc Model
BLACK - DYNAMIC ON BOND SCREW +Operating Temperature: -10 C- +40 C
EPA-125 ELECTRICAL CONDUIT «Power: 1000VA
WHITE - COMMON
"STUB-UP" (RED BRASS/BRONZE 11/4" DIA., 32mm ORANGE ~SAFE OFF «Voltage: 12VDC or 24VDC GENERALNY AB ARCHITECTS
CONSTRUCTION) 1 1/4", 32mm ¢ N.P.T./B.S.P. MALE — +32 Device Connections PROJEKTAN Nr rys.
THREAD GREEN - GROUND = Options R 16-030 Supras!
eDevice DMX/RDM Addressing Tool: EL PKIT10 N rD ul. Cegielniana 33
11/4", 32mm «For ArtNet option contact Crystal Fountains Da . F @ 4;
CONDUIT (BY | F lol. +48 512 22 87 87 blureuboarokissicsl
—= 41/2"[114] |—— INSTALLER) \ - el. iuro@a architects.p
18" .
NOTES [450] Gmina tapy
Inwestor —
- PREVENT SCREW HOLES FROM BEING FILLED WITH DEBRIS 18—100 tapy
G Wtadystawa Sikorskiego 24
- REFER TO : (1) FOUNTAIN SPECIFICATION Notes ul. Len. Yy ¢]
(2) INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT : NOTES
1. The design of all low voltage systems must include a review of
(3) FOR PROPER AND EVEN GASKET SEALING, STAGGER THE FASTENER TIGHTENING PROCESS r”‘ age d ation to the distance of the conduct dth . s
(4) REFER TO EGS SERIES CORD SEAL FORINSTALLATION/REPLACEMENT INFORMATION i /?,lllllll‘ 1 (1) REFER TO FOUNTAIN SPECIFICATION e d’fc‘ao':’,;‘ef:‘g e oo 1 the cut Shoste of the. Obiekt Fontanna na Placu Solidarnosci
(5) ELECTRICAL BOX (EBJ-212) IS U.L. AND CSA. CERTIFIED (2) REFER TO INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT PART# OUTPUT WATTAGE | No- OF DEVICES/
VOLTAGE DATA CHANNELS products being controlled for specific requirements.
(6) MAXIMUM NO. OF CORD SEALS FOR THIS BOX IS 12 (3) DO NOT SCALE DRAWING ) -
(7) SEE SHEET NO. EBJ-212(d) FOR DIMENSIONS AND TOP VIEW NOTES LEDPS513 12vDC 1000w 32 2 Refer to page 2 for intenal wiring and termination diagram, conduit Adres 18-100 apy, Plac Soldarnosci, cz. dz. nr 1266/9
(8) VOLUME FOR JUNCTION BOX 64 3/4 cu. in., 1061 cu. cm. . size and conduit locations.
(9) UNITED STATES ONLY - INSTALLER TO POT BOX WITH (1) REFER TO FOUNTAIN SPECIFICATION LEDPS51 24vbe 1000w 32 3. Refer to page 3 & 4 for schematics
APPROVED ENCAPSULANT TYPE 3M-4441 OR EQUIVALENT g; [R)ZFEE) Ics) é;lfggl;_:vTvmé INSTRUCTIONS SHIPPED WITH PRODUCT Fiow o Calcuiate and Size Power Uni 4 cﬂn,afl c;ysl.a: Fountains For detailed specification, Installation, and o redrmiot
R operation details. rzedmio
\ ) \ ) Number of Devices (32 Max) x Wattage of Devices x 1.2 (safety factor) = 5. Unit must be installed by a qualified electrician, in accordance with rysun ku D ETAL E Skala
Power Required (Watts)
CRYSTAL FOUNTAINS CRYSTAL FOUNTAINS CRYSTAL FOUNTAINS auired (Watts) local and national codes.
i " Example: 6. Not all solutions can be solved by using these power supplies. Please
SUBMERSIBLE JUNCTION BOX WITH STUB-UP FOUNTAIN MOVABLE LEVEL SENSOR FOUNTAIN INLET FITTING, 6"¢ (26) LED165040 LED Lights x 30 Watts per fixture x 1.2 = 936 Watts total contact Crystal Fountains for custom power supply solutions.
TEM MO U ITEM NG ITEM NG 7. Not suitable for pit box. PROJEKTANT
Imie Specjalnosé Data Podpis
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