Agregat z wyrzutem gornym i560
Wydajnosc¢ chiodzenia - 56 kW

Wydajnosc¢ grzania - 56 kW

Wspotczynnik EER - 3,5

Wspétczynnik COP - 4,05

Poboér mocy chtodzenie - 16,00 kW

Pobdr mocy grzanie - 13,83 kW

llo$¢ sprezarek - 2

Przytgcza ciecz/gaz - 19,1/31,8

Zasilanie elektryczne V/faza/Hz - 380-415/3/50
Wymiary (szer.xwys.xgt.) - 1340x1635x850
Waga netto/brutto kg - 344/364

¢12.7,¢6.35 J. w. scienna 028G/DN1

3,46 kKW

Room:1.06 Wykroczenia

‘ “Name:IDU15

2,70/1,80 kW
2,76 kW

(31)8,00 m

o] [m—]
MCA=45,9 A/IMFA=50 A No. Name Model Quantity Unit Description
380-415V-3ph-50Hz = = 1 V6-i VRF MV6-i560WV2GN1-E 1 V6-i VRF(EU series
FQZHN-03D FQZHN-01D J. w. kasetonowa 045Q4C/DN1 McA 6’54ﬂMFA 15A 220-240V-50Hz ( )
1 2 = 2 Compact Four-way Cassette MDV-045Q4C/DN1 2 Compact Four-way Cassette(EU series)
®31.8,919.1 ®15.9,09.53 ®12.7,96.35 Name:IDU1 Room:0.11 Sala odpraw -
pdl pdl 4.40/2.78 KW 3 Wall_mounted MDV-028G/DN1 9 Wall_mounted(EU series)
(1)7,00 m J (2)1,50 m J (4)6,00 m 4,33k 4 Wall_mounted MDV-036G/DN1 6 Wall_mounted(EU series)
5 Branch joint FQZHN-03D 2 Branch joint
1. w. kasetbnowa 045Q4C/DN1 6 Branch joint FQZHN-01D 12 Branch joint
o127 m-e 3'5 N bu2 R 011 Sala od 7 Branch joint FQZHN-02D 2 Branch joint
.7,06. —= Name: oom:0. ala odpraw - -
@ 4.40/2.78 kW P 8 Pipe 36.35 60,0 m Copper pipe
(5)1,00 m =433 kW 9 Pipe @9.53 43,9 m Copper pipe
10 Pipe a12.7 61,0 m Copper pipe
11 Pipe 315.9 32,7 m Copper pipe
FQZHN-03D FQZHN-01D FQZHN-01D - -
©28.6,012.7 ®19.1,09.53 4 ®15.9,09.53 ®12.7,06.35 - W-Scienna 028G/DN1 12 Pipe 0191 o7 i Copper pipe
o ’ 1 T /! U /! U ame:IDU3  Room:0.04 Pokoj przesluchan 13 Pipe @22.2 8,5 m Copper pipe
(3)1,00m N (6)2,70 m N (8)10,00m N (10)4,00m > ;g’l‘;‘f kW 14 Pipe 228.6 1,0 m Copper pipe
—PQE(IDU and ODU communication wire,0.75mm2 three-core shielded cable should be used) ’ 15 Pipe 231.8 7,0 m Copper pipe
—D1D2(Group control communication wire,0.75mm2 two-core shielded cable should be used) 16 RMO5B(A) RMO5B(A) 17 2nd generation remote controller
—ABCD(E)(Infrared communication wire,0.5mm2 four-core shielded cable should be used) . 17 R410A refrigerant R410A 6.34 kg Extra Refrigerant Added
——X1X2 (Power line communication wire,0.75mm2 two-core shielded cable should be used) ®12.7,®6.35 J- W- Scienna 028G Dar‘rln1e:lDU4 Room:0.05 Sekretariat prew.
—D1D2+X1X2(Group control communication and power wire,0.75mm2 two-core shielded cable+0.75mm2 two-core shielded cable should be used) 1111.00 |
—XYE (ODU and ODU communication wire, 0.75mm2 three-core shielded cable should be used) (11)1,00m ’ 276 KW
—FPower wire
The drawing may differ from actual conditions due to limitations of the software.Please confirm before
installation according to the installation manual. FQZHE';"MD FQZH7N'01D J L. 036GIDNA
, ) ) . ) . w. §cienna
©15.9,99.53 A ©15.9,$9.53 A ®12.7,96.35 ~———— Name:IDU6 Room:0.15 Pokoj dzielnicowych
(1,20 m N (12)3,00 m ~— {(14)5,00 m ‘ 3,50/2,29 kW
3,46 KW
J. w. scienna 028G/DN1
®12.7,06.35 ————— Name:IDU5 Room:0.14 Pokoj dzielnicowych
(15)1’00 m — 2,74/1,82 kW
2,76 kW
FQZH8N-01D
J. w. $cienna 028G/DN1
®15.9,99.53 A ®12.7,96.35 ——— Name:IDU8 Room:0.12 Kierownik prewencji
(13)3,00 m ~— (16)5,50 m e 2721181 KW
2,76 kW
J. w. scienna 036G/DN1
®12.7,06.35 ——— Name:IDU7 Room:0.13 Pokoj dzielnicowych
(17)3,00 m >L=' 3,52/2,30 kW
3,46 KW
FQZHN-02D FQZHN-01D
©22.2,09.53 9/] ©15.9,09.53 4 ®12.7,06.35 J- W Scienna 028G/DN1
(7)8,00 m ~N— (18)1,00 m ~N— (20)6,00 m : ;711,81 kw  Room:1.08 Kryminalni
,76 kW
J. w. $cienna 028G/DN1
®12.7,06.35 ame:IDU9 Room:1.09 kryminalni 1
(21)1,00 m ‘,73/’1,62 kW
2,76 kW
FQZHN-02D FQZI-llg-MD FQZHN-01D FQZI-1I2-01D
J. w. scienna 036G/DN1
®22.2,09.53 A ®15.9,99.53 P ®15.9,99.53 A ®15.9,99.53 A ®12.7,96.35 > “Name:IDU14 Room:1.16 kryminalni
NE— [ [ [ \ .
(19)0,50 m (22)6,00 m N (24)3,00 m N (26)0,50 m N (28)7,50 m 3,42/2,24 kW
3,46 kW
J. w. $cienna 028G/DN1
®12.7,96.35 ————— Name:IDU13 Room:1.15 Pokoj przesluchan
(29)2,50 m L> 2,69/1,79 kW
2,76 kW
®12.7,06.35 J- W. cienna 036D - Room:1.03 za. komendanta
(27)2,50 m 3,46/2,26 kW
3,46 kW
®12.7,6.35 J- W, scienna 028G/IDN1 =~ Room:1.12 kryminalni 2
(25)2,50 m , A
2,76 kW
FQZHN-01D FQZI-1I2-01D
J. w. $cienna 036G/DN1
©15.9,09.53 > ®15.9,89.53 o ®12.7,96.35 ———— Name:IDU17  Room:1.04 Sekretariat
NF [ ‘ ]
(23)1,00 m (30)2,50 m N (32)3,00m 3,49/2,28 kW
3,46 kW
J. w. $cienna 036G/DN1
©12.7,96.35 ~————— Name:IDU16 Room:1.05 Komendant
(33)0,50 m | ———3,50/2,29 kW
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