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Zrodto éwiatta Light source

LED LED

CRI>80 CRI>90

Optyka Optics

MPRM
PMO i
73% UGR<19

Stopien ochrony Protection rating

26

P20

Kolory Colours

RAL RAL @
9005 9016

B0 Lux



Lighting lines
Linie swietlne

Zrédto $wiatta Strumien Zrodta Moc
. . L W H
Light source Luminous flux Power
[Im] [W] [mm] [mm] [mm]
LED* 2200 12 574 46 60
LED® 3300 18 854 46 60
LED® 3300 + 1100 24 854 46 60
LED® 4400 24 1134 46 60
LED" 4400 + 2200 36 1134 46 60
LED® 5500 30 1414 46 60
LED® 5500 + 3300 48 1414 46 60
LED® 6600 36 1694 46 60
LED" 6600 + 4400 60 1694 46 60
LED® /700 42 1972 46 60
*Rozsyt direct Direct light distribution
PL *Rozsyt direct-indirect Direct-indirect light distribution

/wieszana oprawa osSwietleniowa wykonana z ciagnionego, malowanego proszkowo aluminium. Mozliwosc¢ taczenia
w systemy oraz dostosowania dtugosci i parametrow swietlnych do wymagan projektowych po konsultacji

z producentem. Oprawa wyposazona w zrodta LED Long Life-time o czasie swiecenia 70.000 godzin (L80 B10). Temperatura
barwowa 3000K, 4000K [ub 5000K.

EN

Suspended luminaire made of extruded, powder coated aluminium. Possibility to combine luminaires into lighting systems and to
adjust length and LED flux to project requirements after consulting the manufacturer. The luminaire is equipped with Long Life-
time LED sources with a lighting time of 70.000 hours (L80 B10). Color temperature 3000K, 4000K or 5000K.

Dopasuj oprawe do swojego projektu
Customize the luminaire to your project
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