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Lighting points
Punkty swietlne
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Light source Luminous flux Power
[Im] [W] [mm] [mm]
LED 1170 10 60 120
LED 1170 10 60 200
LED 1170 10 60 320
PL

Oprawa oswietleniowa typu downlight, zwieszana, okragta. Obudowa wykonana z aluminium malowanego proszkowo.
Klosz szklany przezroczysty. Dostepne warianty z waskim lub szerokim rozsytem Swiatta. Oprawa wyposazona w zrodta
LED Long Life-time o czasie $wiecenia 50.000 godzin (L80 B50). Temperatura barwowa 2700K, 3000K lub 4000K.
Dostepne rozne wersje kolorystyczne.

EN

Suspended round downlight. Body made of powder coated aluminium. Clear glass diffuser. Available with narrow or wide light
distribution. The luminaire is equipped with Long Life-time LED sources with a lighting time of 50.000 hours (L80 B50). Color
temperature 2700K, 3000K or 4000K. Different color versions available.

Dopasuj oprawe do swojego projektu
Customize the luminaire to your project

WIDE NARROW
CEILING SUSPENDED WALL 3F TRACK DALI BEAM BEAM
Przyktadowe oprawy z rodziny produktow
Examples of the product family luminaires
Swing Z 120 Swing Z 200 Swing Z 320

80 Lux .



