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Wstep

Ponizsza dokumentacja DTR ma na celu zapoznanie uzytkownika z budowsa,
zasadami montazu oraz mozliwosciami systemu. Znajomosc niniejszej DTR oraz
przestrzeganie zawartych w niej wytycznych jest wymagana od wszystkich
uzytkownikéw. Nie przestrzeganie ponizszych instrukcji grozi utratg gwarancji.

Zastosowanie

System monitoringu stuzy do rejestracji obrazu | dZzwieku z kamer IP. Umozliwia
rowniez podglad obrazu na zywo oraz przeglagdanie nagran.

Opis ogodlny

System zamontowany w pociggu ma za zadanie obserwacje wnetrza przestrzeni
pasazerskiej, obszaru przed i za jednostka, przestrzeni wzdtuz pojazdu za pomocg
kamer pracujgcych jako lusterka oraz pantograféow. Cafa transmisja oparta jest na
wykorzystaniu sieci LAN.

Obstuga systemu odbywa sie przy pomocy Touchpada z klawiaturg,
zamontowanego w pulpicie, w miejscu tatwo dostepnym dla obstugi pociggu.

System umozliwia obserwacje obrazu z kamer z trzech jednostek. Dodatkowo obraz
z kamer lusterkowych przetgczany jest na ekran umieszczony w kabinie maszynisty w
momencie otwarcia drzwi pojazdu. Po ich zamknieciu ekran ponownie wyswietla obraz
ze wszystkich kamer w obrebie jednej jednostki.

System charakteryzuje sie duzg skalowalnoscig i elastycznoscig, oznacza to, ze dalsza

rozbudowa i konfiguracja jest mozliwa.

Sprzet zostat dobrany tak, aby caty system spetniat wszystkie wymagania postawione
przez klienta.
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Dane Techniczne
Rejestrator z UPS

NVR 32 IP Mobile, to rejestrator specjalnie przystosowany do mobilnych systemow
monitoringu. Urzgdzenie cechuje sie wysokg wydajnoscig, jakoscig wykonania oraz
mozliwoscig rozbudowy.

Rejestrator wyposazony jest w:
— Modut zasilajgcy i UPS (zewnetrzny lub wewnetrzny),
— Uktad I/0,
— Amortyzowana kieszen na dyski,
— Sygnalizacja diodowa,
— System automatycznego regulowania temperatury,

Modut zasilajgcy i UPS jest odpowiedzialny za sterowanie zasilaniem rejestratora. Dzieki
zastosowaniu UPS, po odtgczeniu zasilania zewnetrznego, modut automatycznie przetgcza sie
na zasilanie z akumulatoréw. Czas podtrzymania zasilania awaryjnego moze by¢ regulowany .
Takie rozwigzanie zapewnia bezpieczne wyfgczanie systemu.

Uktad I/0 (wejs¢/wyjs¢) pozwala na dowolng konfiguracje modutu wejs¢/wyjsé. Sygnatami
takimi moga by¢ np. otwarcie drzwi czy osiggniecie pewnej predkosci.
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Procesor

Whudowany wydajny procesar

System operacyjny

TAK

Funkcjonalnose systemu

Podgad na fywo, rejestracja nagran, odtwarzanie nagran, archiwizacja nagran
na urzadzenia zewnerzne, zdalny podglad na &ywo, zdalna rejestracja nagran,
zdalne odtwarzanienagran, zdalny dostep do rejestratora.

K.ontrola Systemu

Wysz, klawiatura, touchpad, ekran dotykowy.

Standard Wideo PAL

[los¢ wyswietlanych kamer Do 32 kamer

Nyjscia monitorowe 1x VGA, 1x HDMI, 1x DVI
Rozdzielczosci wyswietlania Full HD

Podziat ekranu podgladu Dowolny

Sekwencyjne wiyswietlanie kamer TAK

05D Dowalne

Mejscie audio TAK

Nyjscie Audio TAK

Kompresja H.264/MPEGS

RozdzielczosE nagrywania

Dowalna —ograniczona mozliwosciami podtgczonych kamer

7ajetosc pasma

do 1Gbps

Tryb nagrywania

Manualny, wedtug terminarza, wzbudzenie wejscia alarmowego,

|nterwat nagran

10 min

Mejscia alarmowe

dwejicia ND

Zanik sygnatu, zakrycie kamery

TAK

Odtwarzanie nagran

Dowolny podziat

Tryb wyszukiwania

Czas/data, tekst

Funkcje odtwarzania

Play, Pauza, Stop, Do tytu, Przewijanie w przod, Przewijanie w tyt, Nastepny Plik,
Poprzedni Plik, Petny ekran, Powtdrzenie, Archiwizacja, ZOOM cyfrowy.

lArchiwizacja danych

Pendrive, USB HDD, USB CD, L&N

|nterfejs

Zx Rj-45 (10/100/1000Mbps)

Obstugiwane protokoty

HTTP, TCP/IP, |pvd/IPvE, UPNP, RTSP, UDP, SMTP, NTF, DNS, IP Filter, FTP

Wax ilosc ulythownikow

15

Dysk Systemowy / Dysk twardy wkieszeni

1x S50 / 4x Sata

LISB

2%3.0, 4x2.0

COM

20 COM

RS232, R5485, R5422

Komunikacja z wewnetrznymi modutami 1/0

[Temperatura pracy

0d-25°Cdo60°C

Zasilanie DC 24V

Pobor pradu 125W

Nymiary 260x230x170 mm
NORMY EN 50155
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UPS jest urzagdzeniem podtrzymujgcym prace urzagdzen w razie odciecia zasilania.
Stosowany jest gtéwnie do bezpiecznego zamkniecia systemu. Po odfgczeniu zasilania, UPS
wysyta sygnat do urzgdzenia, aby system rozpoczat proces zamykania, dzieki czemu
wyeliminowane zostajg liczne btedy wynikajace z nieprawidtowego zamykania systemu,
powstajgce podczas nagtych spadkow i zanikdw napiecia.

Wyposazony w wyjscie przekaznikowe sygnalizujgce awarie urzadzenia.

UPS posiada 5 diod sygnalizujgcych:
1) ERROR —awaria pracy UPS,
2) AKU READY — sygnalizacja stanu peftnego natadowania akumulatoréw,
3) DCIN OK —sygnalizacja napiecia wejsciowego,
4) DC OUT OK —sygnalizacja napiecia wyjsciowego.
5) BUFFOR — praca bufforowa (na akumulatorach)

Istnieje mozliwos¢ zwiekszenia czasu podtrzymania UPS, poprzez podtgczenie dodatkowych
akumulatorow.
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Monitor 22"

przekatna 22 cali

rodzaj podswietlenia LED
rozdzielczos¢ nominalna 1280 x 1024
kontrast 5000000:1
jasno$¢ 250 cd/m?
wielkos$¢ plamki 0.3 mm
czas reakcji plamki 5 ms
kat widzenia pion 170 °
kat widzenia poziom 170°
ilos¢ wyswietlanych koloréw 16.7 min
analogowe ztgcze D-Sub 15-pin tak
szerokos¢ 520 mm
wysokos¢ 325 mm
gtebokos¢ 25 mm
kolor obudowy szary
S-Video tak
CVBS tak
Czestotliwos$é pozioma 80 kHz

Czestotliwos¢ pionowa 75 Hz
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Kamera wewnetrzna (przestrzen pasazerska)

Network Mini Dome Camera

Camera

Image sensor 1/3" progressive scan CMOS

0.5 lux@F1.2, AGC on
0.1 lux@F1.2, AGC on, sens-up x 5
1.11lux@F1.8, AGC on
0.2 lux@F1.8, AGC on, sens-up x 5

Min. illumination

Shutter time 1/25s ~ 1/100,000s

Lens 4mm @fLB (2.8, 6, 8Bmm optional), angle of ‘
view: 68

Lens mount M12

Angle adjustment Pan: + 15° tilt: 0 ~ 90°, rotation: + 15°

Day & night Electronic

Video compression H.264 / MPEG4 / MJPEG

Bit rate 32 Kbps ~ 16 Mbps

Dual stream Yes

Max. image resolution 1600 x 1200
50 Hz:

125 fps (1600 x 1200) 12.5 fps (1600 x 912)
25 fps (1280 x 960) 25 fps (1280 x 720)

Frame rate
60 Hz:
15 fps (1600 x 1200) 15 fps (1600 x 912) 25
fps (1280 x 960) 30 fps (1280 x 720) |
‘Image settings i { contrast adj through client software or web browser

Key features
*1/3" progressive scan CMOS

Network storage NAS (iSCS! optional)
*H.264 / MPEG4 / MJPEG video compression Alarm trigger Motion detection, ing alarm, network di IP address conflict
* Up to 2 megapixel resolution Biéicces TCP/IP, HTTP, DHCP, DNS, DDNS, RTP, RTSP, PPPoE, SMTP, NTP, SNMP, HTTPS, FTP,

802.1x, Qos (SIP, SRTP, IPv6 optional)

* HD 720P real time video

Security User authentication, watermark
+ Day / night auto switch System compatibilty ONVIF, PSIA, CGI
* P66 rating Communication interface 1 RJ45 10M / 100M ethernet port
i Reset button Yes
P oo~
|Operating conditions -10°C ~ 60°C (14°F ~ 140°F) humidity 90% or less (non-condensing)
i Power supply 12 VDC + 10%, PoE (802.3af)
‘ Power consumption max. 4W
}Impacl protection |IEC60068-275Eh, 50J; EN50102, up to IK10
\lWeather-proof rating 1P66
iDimensions 99.9 x 97.5 x 46.5 mm (3.93" x 3.84" x 1.83")
| Weight 2509 (0.55 Ibs)
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Kamera wewnetrzna (tor jazdy)

Image sensor 113" progressive scan CMOS

4 \ Min_ lumination gﬂ;'mfr;z AGG on
Shutter time 1/25s (1/30s) ~ 1100.000s

- Lens Bmm@F2.0, ang\g of view: 49° (6mm)
(2.8mm, 4mm optional)
Lens mount M1z
‘ Day & night -:ICR

Adjustment angle VFan‘ +30°, tilt: 0~75°, rotation: 0~360°
Digital noise reduction 3D DNR
Wide dynamic range Digital WDR
Backlight compensation Yes, zone configurable

Compression standard

Video compression H.264 / MJPEG

H.264 compression profile Main profile

Bit rate 32 Kbps ~ 16 Mbps

Audio compression G.711/G.726

Audio bit rate B4 Kbps (G.711) / 16 Kbps (G.726)

IMax. image resolution 2048 x 1536
50Hz: 20fps (2048 x 1536), 25fps (1920 = 1080), 25fps (1280 x 720)

Frame rate 50Hz: 20fps (2048  1536), 30fps (1920 x 1080}, 30fps (1280 x 720)
Image settings i i contrast adjl through client software or web browser
Network storage NAS (iSCSI optional)
Key features Alarm trigger !s::;ed:rt;?mn, tampering alarm, network disconnect, IP address conflict, storage exception,
« Up to 3 megapixel (2048 x 1536) resolution Protocs TCPIIP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP,
UPnP, SMTP, SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour (SIP optional)
» Full HD1080p video System compatibiity ONVIF, PSIA, CGI
«|R LEDs (Up to 10ITI] General functionalities Flickerless, dual stream, heartbeat, mirror, user authentication, video mask, watermark
« Support on-board storage (up to 64GB) Communication interface 1 RJ45 10M / 100M ethemet port
«1P66 On-board storage Built-in Micro SD/SDHC/SDXC card slot, up to 64 GB
Alarm interface -S: 1f1 alarm 1O
.S Audio, Alam Vo Audio interface -S: built-in microphone, 1 audio output
i
Dimensions Wi-Fistandard IEEE802.11bigin
Frequency range 72‘4 GHz ~ 2.4835 GHz

Communication bandwidth Support 20/40 MHz
802.11b: CCK, QPSK, BPSK

Protocols 802.11g/: OFOM

Security 64/128-bit WEP, WPAWPA2, WPA-PSK/IWPA2-PSK, WPS

Transmit output power 11b: 17+1.5dBm @ 11Mbps; 11g: 1421.5dBm @ 54Mbps; 11n: 12 5+1.5dBm

Transfer rate 11b: -90dBm @ 11Mbps (Typical); 11g: -75dBm @ 54Mpbs (Typical); 11n: -74dBm (Typical)

Qutdoor: up to 200 meters; Indoor: up to 50 meters.
* It varies depending on actual working environment.

Transmission range

Unit: mm

Operating conditions -30 °C ~ 80 °C (-22 °F ~ 140 °F), humidity 35% or less {non-condensing}
Power supply DC12V + 10%, PoE (802.3af)

Power consumption Max. 5SW

Ingress protection level P66

Impact protection VIECGODGB-Z-TSEh, 50J; EN50102, up to IK8

IR range Upto 10m

Dimensions (mm) 999x975x56.5

Weight 3509
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Kamera zewnetrzna (lusterko)

Image sensor 113" progressive scan CMOS

4 \ Min_ lumination gﬂ;'mfr;z AGG on
Shutter time 1/25s (1/30s) ~ 1100.000s

- Lens Bmm@F2.0, ang\g of view: 49° (6mm)
(2.8mm, 4mm optional)
Lens mount M1z
‘ Day & night -:ICR

Adjustment angle VFan‘ +30°, tilt: 0~75°, rotation: 0~360°
Digital noise reduction 3D DNR
Wide dynamic range Digital WDR
Backlight compensation Yes, zone configurable

Compression standard

Video compression H.264 / MJPEG

H.264 compression profile Main profile

Bit rate 32 Kbps ~ 16 Mbps

Audio compression G.711/G.726

Audio bit rate B4 Kbps (G.711) / 16 Kbps (G.726)

IMax. image resolution 2048 x 1536
50Hz: 20fps (2048 x 1536), 25fps (1920 = 1080), 25fps (1280 x 720)

Frame rate 50Hz: 20fps (2048  1536), 30fps (1920 x 1080}, 30fps (1280 x 720)
Image settings i i contrast adjl through client software or web browser
Network storage NAS (iSCSI optional)
Key features Alarm trigger !s::;ed:rt;?mn, tampering alarm, network disconnect, IP address conflict, storage exception,
« Up to 3 megapixel (2048 x 1536) resolution Protocs TCPIIP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP,
UPnP, SMTP, SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour (SIP optional)
» Full HD1080p video System compatibiity ONVIF, PSIA, CGI
«|R LEDs (Up to 10ITI] General functionalities Flickerless, dual stream, heartbeat, mirror, user authentication, video mask, watermark
« Support on-board storage (up to 64GB) Communication interface 1 RJ45 10M / 100M ethemet port
«1P66 On-board storage Built-in Micro SD/SDHC/SDXC card slot, up to 64 GB
Alarm interface -S: 1f1 alarm 1O
.S Audio, Alam Vo Audio interface -S: built-in microphone, 1 audio output
i
Dimensions Wi-Fistandard IEEE802.11bigin
Frequency range 72‘4 GHz ~ 2.4835 GHz

Communication bandwidth Support 20/40 MHz
802.11b: CCK, QPSK, BPSK

Protocols 802.11g/: OFOM

Security 64/128-bit WEP, WPAWPA2, WPA-PSK/IWPA2-PSK, WPS

Transmit output power 11b: 17+1.5dBm @ 11Mbps; 11g: 1421.5dBm @ 54Mbps; 11n: 12 5+1.5dBm

Transfer rate 11b: -90dBm @ 11Mbps (Typical); 11g: -75dBm @ 54Mpbs (Typical); 11n: -74dBm (Typical)

Qutdoor: up to 200 meters; Indoor: up to 50 meters.
* It varies depending on actual working environment.

Transmission range

Unit: mm

Operating conditions -30 °C ~ 80 °C (-22 °F ~ 140 °F), humidity 35% or less {non-condensing}
Power supply DC12V + 10%, PoE (802.3af)

Power consumption Max. 5SW

Ingress protection level P66

Impact protection VIECGODGB-Z-TSEh, 50J; EN50102, up to IK8

IR range Upto 10m

Dimensions (mm) 999x975x56.5

Weight 3509

POLGARD P.Groszynski, G. Adamczyk adres siedziby 05-850 Ozar6w Mazowiecki ul. Gen.W.Sikorskiego 31, wpisana do ewidencji dziatalnosci
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Kamera zewnetrzna (Pantograf)

Image sensor 113" progressive scan CMOS

4 \ Min_ lumination gﬂ;'mfr;z AGG on
Shutter time 1/25s (1/30s) ~ 1100.000s

- Lens Bmm@F2.0, ang\g of view: 49° (6mm)
(2.8mm, 4mm optional)
Lens mount M1z
‘ Day & night -:ICR

Adjustment angle VFan‘ +30°, tilt: 0~75°, rotation: 0~360°
Digital noise reduction 3D DNR
Wide dynamic range Digital WDR
Backlight compensation Yes, zone configurable

Compression standard

Video compression H.264 / MJPEG

H.264 compression profile Main profile

Bit rate 32 Kbps ~ 16 Mbps

Audio compression G.711/G.726

Audio bit rate B4 Kbps (G.711) / 16 Kbps (G.726)

IMax. image resolution 2048 x 1536
50Hz: 20fps (2048 x 1536), 25fps (1920 = 1080), 25fps (1280 x 720)

Frame rate 50Hz: 20fps (2048  1536), 30fps (1920 x 1080}, 30fps (1280 x 720)
Image settings i i contrast adjl through client software or web browser
Network storage NAS (iSCSI optional)
Key features Alarm trigger !s::;ed:rt;?mn, tampering alarm, network disconnect, IP address conflict, storage exception,
« Up to 3 megapixel (2048 x 1536) resolution Protocs TCPIIP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP,
UPnP, SMTP, SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour (SIP optional)
» Full HD1080p video System compatibiity ONVIF, PSIA, CGI
«|R LEDs (Up to 10ITI] General functionalities Flickerless, dual stream, heartbeat, mirror, user authentication, video mask, watermark
« Support on-board storage (up to 64GB) Communication interface 1 RJ45 10M / 100M ethemet port
«1P66 On-board storage Built-in Micro SD/SDHC/SDXC card slot, up to 64 GB
Alarm interface -S: 1f1 alarm 1O
.S Audio, Alam Vo Audio interface -S: built-in microphone, 1 audio output
i
Dimensions Wi-Fistandard IEEE802.11bigin
Frequency range 72‘4 GHz ~ 2.4835 GHz

Communication bandwidth Support 20/40 MHz
802.11b: CCK, QPSK, BPSK

Protocols 802.11g/: OFOM

Security 64/128-bit WEP, WPAWPA2, WPA-PSK/IWPA2-PSK, WPS

Transmit output power 11b: 17+1.5dBm @ 11Mbps; 11g: 1421.5dBm @ 54Mbps; 11n: 12 5+1.5dBm

Transfer rate 11b: -90dBm @ 11Mbps (Typical); 11g: -75dBm @ 54Mpbs (Typical); 11n: -74dBm (Typical)

Qutdoor: up to 200 meters; Indoor: up to 50 meters.
* It varies depending on actual working environment.

Transmission range

Unit: mm

Operating conditions -30 °C ~ 80 °C (-22 °F ~ 140 °F), humidity 35% or less {non-condensing}
Power supply DC12V + 10%, PoE (802.3af)

Power consumption Max. 5SW

Ingress protection level P66

Impact protection VIECGODGB-Z-TSEh, 50J; EN50102, up to IK8

IR range Upto 10m

Dimensions (mm) 999x975x56.5

Weight 3509
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Mikrofon

MS 3000 to miniaturowy modut audio znajdujgcy zastosowanie w systemach telewizji przemystowej CCTV.

Prezentowany produkt cechuje sie wysokg niezawodnoscig pracy. Modut fonii MS3000 jest zasilany napieciem
12V DC.

Czestotliwos¢ 20 -16000 Hz

Impedancja 600 Ohm ; 20% dla 1000Hz
Zasilanie 12V DC

Pobdr pradu Max 20mA

Wymiary modutu 6mm x 30mm

Dtugos¢ przewodu 41 cm

POLGARD P.Groszynski, G. Adamczyk adres siedziby 05-850 Ozaré6w Mazowiecki ul. Gen.W.Sikorskiego 31, wpisana do ewidencji dziatalnosci
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Sterowanie

ISO 9001:2009

Touchpad i klawiatura umieszczone sg w pulpicie i stuzg do obstugi oprogramowania oraz
przetgczania pomiedzy jednostkami.
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Rysunek z zaznaczonymi otworami montazowymi, gdy touchpad i klawiatura sg
umieszczone w pulpicie w jednej obudowie.

Rysunki otwordw montazowych touchpada i klawiatury, gdy umieszczone sg w pulpicie

oddzielnie.
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Switch niezarzadzalny
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Models | NSM-208-M12

Technology

Standards IEEE 802.3, 802.3u, 802.3x, 10/100 Base-T(X) auto negotiation speed, F/H duplex mode, and auto MDI/MDI-X
connection

Processing Type Store & forward

MAC Addresses 1024

Memory Bandwidth 3.2 Gbps

Frame Buffer Memory 512 Kbit

Flow Control IEEE 802.3x flow control, back pressure flow control

Interface

LED Indicators PWR, Link/Act

Ethernet Isolation 1500 Vims 1 minute

Connector Female 4-Pin shielded M12 D-coding connector x 8

Power Input

Input Voltage Range +12 Voc ~ +53 Voc

Power Consumption 0.12 A @ 48 Vic

Protection Power reverse polarity protection

Connector Male 5-Pin shielded M12 A-coding connector x 1

Mechanical

Casing Metal with IP40

Dimensions (W x L x H) 190 mm x 56 mm x 100 mm

Installation Wall Mounting

Environmental

Operating Temperature -40 °C ~ +75 °C

Storage Temperature -40 °C ~ +85 °C

Ambient Relative Humidity 10 ~ 95% RH, non-condensing

POLGARD P.Groszynski, G. Adamczyk adres siedziby 05-850 Ozaré6w Mazowiecki ul. Gen.W.Sikorskiego 31, wpisana do ewidencji dziatalnosci
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Switch zarzadzalny

Power

Rated voltage 24 t0 110 VDC

Operating voltage 16.8 to 143 VDC (14.4 to 154VDC for 100 ms)
Rated current 3OmA@24Vand 0 mA @ 110 V

X1 —X12, Ethernet ports 12 x 10/100 Mbit/s

usB 1 x USB 2.0, 480 Mbit/s

CON 1 x RS-232,115.2 kbit/s

Operating —40 to +70°C (40 to +158°F)

Storage & Transport —50 to +85°C (-58 to +185°F)

Agency approvals and standards compliance

EN 61000-6-1, Immunity residential environments

EN 61000-6-2, Immunity industrial environments

EN 61000-6-3, Emission residential environments

EN 61000-6-4, Emission industrial environments

EN 55024, Immunity IT equipment

FCC part 15 Class B

EN 50121-4/IEC 62236-4, Railway signaling and telecommunications apparatus
EN 50121-3-2 Railway applications — Rolling stock — apparatus

EN 55022, Emission IT equipment

Safety IEC/EN 60950-1, IT equipment

Environmental | EN 50155 Railway applications — Electronic equipment used on rolling stock

EN 61373 — Railway applications — Rolling stock equipment. Shock and vibration tests

IEEE 1478 — Environmental conditions for transit rail car electronic equipment

EN 50124-1 — Railway applications — Insulation coordination
IEC 60068-2-27, (shock 100 g. 6 ms), IEC 60068-2-64
CEN/TS 45545-2 — Fire protection

POLGARD P.Groszynski, G. Adamczyk adres siedziby 05-850 Ozar6w Mazowiecki ul. Gen.W.Sikorskiego 31, wpisana do ewidencji dziatalnosci
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Weight 14 kg
Degree of protection IP 65

36,7 41,5
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Przetwornica 24/12

150W Railway Single Output DC-DC Converter

W Features :
* Compliance to EN50155 railway standard
* 2:1 wide input range

/ Input reverse polarity

4000VDC /O isolation

Cooling by free air convection

Half encapsulated

Built-in constant current limiting circuit

1U low profile 36mm

Allusing 1057 long life electrolytic capacitors
LED indicator for power on

100% full load burn-in test

* 3 years warranty

SPECIFICATION

POLGARD

Profesjonalne Systemy Zabezpieczen

* Protections: Short circuit / Overload / Over voltage / Over temperature

MODEL RSD-150B-12
DC VOLTAGE 12V
RATED CURRENT 12.5A
CURRENT RANGE 0~12.5A
RATED POWER 150W
OUTPUT RIPPLE & NOISE (max.) Note.2 120mVp-p
VOLTAGE TOLERANCE Note.3 12.0%
LINE REGULATION 10.3%
LOAD REGULATION +1.0%
SETUP, RISE TIME 800ms, 50ms at full load
HOLD UP TIME (Typ.) BIC- type comply with S1 level @ full load, comply with S2 level @ 70% load (except RSD-150B-5 @ 60% load) ; D-type comply with S2 level @ full load
VOLTAGE |CONTINUOUS |16.8~31.2VDC
RANGE | 1sEC. 14.4~33.6VDC
INPUT EFFICIENCY (Typ.) 90%
DC CURRENT (Typ.) 7.3A124V
INRUSH CURRENT (Typ.) 45A/24VDC
105 ~ 135% rated output power
OVERLOAD Protection type : Constant current limiting, recovers automatically after fault condition is removed
PROTECTION [13.8~16.2V] [
OVER VOLTAGE -
Protection type : Shut down o/p voltage, re-power on to recover
OVER TEMPERATURE Shut down o/p voltage, recovers automatically after temperature goes down
WORKING TEMP. -40 ~ +557C (no derating) ; +70°C @ 60% load by free air convection ; +70°C no derating with external base plate, TX class compliance
WORKING HUMIDITY 5~ 95% RH non-condensing
ENVIRONMENT | STORAGE TEMP., HUMIDITY |-40~+857C, 5~95% RH
TEMP. COEFFICIENT +0.03%/°C (0~50C)
VIBRATION 10 ~ 500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes ; Mounting : compliance to IEC61373
SAFETY STANDARDS Meet IEC60950-1(LVD)
WITHSTAND VOLTAGE I/P-O/P:4KVDC  |/P-FG:2.5KVDC  O/P-FG:2.5KVDC
SAFETY& [\SOLATION RESISTANCE | IP-O/P, P-FG, O/P-FG:100M Ohms /500VDC / 25C/ 70% RH
(EN'\:&: 4 EMC EMISSION Compliance to EN55022 (CISPR22) Conduction Emission: Class A, Radiation Emission: Class B
EMC IMMUNITY Compliance to EN61000-4-2,3,4,5,6,8, light industry level, criteria A
RAILWAY STANDARD Meet EN50155 / IEC60571 including IEC61373 for shock & vibration, EN50121-3-2 for EMC
MTBF 223.2Khrs min.  MIL-HDBK-217F (25°C)
OTHERS |DIMENSION 189*77*36mm (L*W*H)
PACKING 0.8Kg; 15pcs/13Kg/0.75CUFT
1. All parameters NOT specially mentioned are measured at 24,48,110VDC input, rated load and 25°C of ambient temperature.
NOTE 2. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor.
3. Tolerance : includes set up tolerance, line regulation and load regulation.
4. The power supply is considered a component which will be installed into a final equipment. The final equipment must be re-confirmed that it still meets
EMC directives. For guidance on how to perform these EMC tests, please refer to EMI testing of component power supplies.
(as available on http//www.meanwell.com)
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Przetwornica 24/24

300W Railway Single Output DC-DC Converter R S D ' 3 0 0 series

W Features :
* Compliance to EN50155 railway standard

* 2:1 wide input range

* Protections: Short circuit / Overload / Over voltage / Over temperature
/ Input reverse polarity

* 4000VDC I/O isolation

* Cooling by free air convection

Half encapsulated

Built-in constant current limiting circuit

1U low profile 40mm

All using 105°C long life electrolytic capacitors

LED indicator for power on

100% full load burn-in test

* 3 years warranty C €
SPECIFICATION

MODEL RSD-300B-24

DC VOLTAGE 24V \

RATED CURRENT 11.3A

CURRENT RANGE 0~11.3A ]

RATED POWER 271.2W
OUTPUT RIPPLE & NOISE (max.) Note.2 150mVp-p l

VOLTAGE TOLERANCE Note.3 12.0%

LINE REGULATION 10.2% l

LOAD REGULATION +1.0%

SETUP, RISE TIME 800ms, 50ms at full load

HOLD UP TIME (Typ.) B/C- type comply with S1 level @ full load, comply with S2 level @ 70% load

VOLTAGE |CONTINUOUS |[16.8~31.2VDC

RANGE  |1sEC. 14.4~33.6VDC
INPUT EFFICIENCY (Typ.) 90%

DC CURRENT (Typ.) 14.6A/24V

INRUSH CURRENT (Typ.) 45A/24VDC

105 ~ 135% rated output power

OVERLOAD Protection type : Constant current limiting, recovers automatically after fault condition is removed

PROTECTION | = v OLTAGE | [27.6~32.4v
Protection type : Shut down o/p voltage, re-power on to recover

OVER TEMPERATURE Shut down o/p voltage, recovers automatically after temperature goes down

WORKING TEMP. -40 ~+55°C (no derating) ; +70°C @ 60% load by free air convection ; +70°C no derating with external base plate, TX class compliance

WORKING HUMIDITY 5~95% RH non-condensing
ENVIRONMENT | STORAGE TEMP., HUMIDITY | -40~+85TC,5~95% RH

TEMP. COEFFICIENT 10.03%/°C (0~55C)

VIBRATION 10 ~ 500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes ; Mounting : compliance to IEC61373

SAFETY STANDARDS Meet [IEC60950-1(LVD)

WITHSTAND VOLTAGE I/P-O/P:4KVDC  |I/P-FG:2.5KVDC  O/P-FG:2.5KVDC
SAFETY& [\SOLATION RESISTANCE | UP-OIP, I/P-FG, O/P-FG:100M Ohms / 500VDC / 25°C/ 70% RH
ﬁm‘i 4 EMC EMISSION Compliance to EN55022 (CISPR22) Conduction Emission: Class A, Radiation Emission: Class B

EMC IMMUNITY Compliance to EN61000-4-2,3,4,5,6,8, light industry level, criteria A

RAILWAY STANDARD Meet EN50155 / IEC60571 including IEC61373 for shock & vibration, EN50121-3-2 for EMC

MTBF 130.7K hrs min.  MIL-HDBK-217F (25°C)
OTHERS | DIMENSION 216*97*40mm (L*W*H)

PACKING 1.19Kg ; 12pcs/15.3Kg/1.12CUFT

1. All parameters NOT specially mentioned are measured at 24,48VDC input, rated load and 25°C of ambient temperature.
NOTE 2. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor.

3. Tolerance : includes set up tolerance, line regulation and load regulation.

4. The power supply is considered a component which will be installed into a final equipment. The final equipment must be re-confirmed that it still meets

EMC directives. For guidance on how to perform these EMC tests, please refer to EMI testing of component power supplies.
(as available on http:/www.meanwell.com)
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Uruchomienie

Zatgczenie systemu monitoringu odbywa sie automatycznie po podaniu zasilania.

Eksploatacja

System monitoringu wymaga okresowego przegladu, ktory obejmuje:

Czynnosci konserwacyjne systemu monitoringu IP.

Sprawdzenie wtykow wszelkich potgczen na switch-ach LAN. Prawidtowe potgczenie sygnalizuje miganie
kontrolki na switch-u obok kazdego gniazda.

Sprawdzenie wszystkich dokrecen uchwytéw i mocowan urzadzen monitoringu i pozostatych potgczen
mechanicznych tych urzadzen

Sprawdzenie stanu okablowania sieci LAN, VGA do monitora oraz zasilania dla systemu monitoringu.

Sprawdzenie poprawnosci dziatania wszystkich kamer (ostro$¢, barwa, dziatanie w nocy).

Czyszczenie obiektywow oraz koput kamer.

Sprawdzenie poprawnosci dziatania zasilacza UPS.

Sprawdzenie dziatania programu do zgrywania materiatu z monitoringu. Sprawdzenie ciggtosci zapisanych
nagran na poszczegdlnych kamerach.

Sprawdzenie potgczen pomiedzy urzgdzeniami monitoringu.

Ogledziny szafki z rejestratorem. Sprawdzenie mocowania rejestratora oraz prawidtowej wentylacji szafki.

Naprawa i serwis

System monitoringu zbudowany jest w oparciu o ztozone urzgdzenia
mikroprocesorowe dlatego zaleca sie przeprowadzanie ewentualnych napraw przez
uprawniony serwis.
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