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m Lokalizacja Technologia

EL 2000 0 16 38 16 65 1000 400 7 0,30 W kanale EL

QMA = Objętość mieszanego powietrza QOA = Powietrze zewnętrzne

DBOA = Projektowa temperatura termometru suchego 
powietrza zewnętrznego

RHOA = Projektowa wilgotność względna powietrza 
zewnętrznego

DBBH = Temperatura termometru suchego przed 
nawilżaniem

RHBH = Wilgotność względna przed nawilżaniem

DBAH = Temperatura termometru suchego po nawilżaniu RHAH = Wilgotność względna po nawilżaniu

DBSD = Projektowa temperatura termometru suchego 
pomieszczenia

RHSD = Projektowa wilgotność względna pomieszczenia

WKana? = Szerokość kanału HKana? = Wysokość kanału

HTOT = Całkowite nawilżenie Absorpcja = Odległość absorpcji



 

Zestawienie materiałów

Strefa Part Number Item Ilość
EL 5210254 EL 8 400V3 S, KIT-S, CL 1

EL 1103350
przewód giętki kondensatu KS10 12/8 mm w zwojach 
o długości do 50 m, sprzedawany na metry

4

EL 1100416 filtr otworu wlotowego wody Z261 1
EL ELC_DWC-B-S DWC-S, Drain Water Cooling, EL Small 1
EL 2559251 Czujnik wilgotności CDC do montażu na przewodzie 1

EL 2559259
Urządzenie humidistat CHD do montażu na 
przewodzie

1

EL 1115270 Przewód rozprowadzania pary 41-800 1
EL 2586148 DS22 (8 kg/h), 20 m 4

30.11.2021 PODiG Nowy Tomysl  Strona 3



Karta katalogowa - EL

Seria EL - Elektroda parowa

Nazwa projektu:  PODiG Nowy Tomysl

Numer Projektu:  CP/298/KLE/POZ/21

Sprzedawca:  Katarzyna  Leśna

Data:  30.11.2021

Podstawa obliczeń

Obciążenie nawilżaniem 
(Całkowity)

7,4 kg/h

Wymiary kanału 1000 x 400 mm

Duct Orientation Poziomo

Całkowity przepływ 
powietrza

2000 m3/h

Prędkość powietrza 1,4 m/s

Wysokość nad poziomem
morza

84 m

Gęstość powietrza 1,20 kgda/m3

Przyrost wilgotności 3,1 g/kg

Przed 
nawilżaniem

Temperatura 16°C

Wilgotność względna 38 %

Wilgotność Bezwzględna 4,3 g/kg

Po nawilżaniu
Temperatura 16°C

Wilgotność względna 65 %

Wilgotność Bezwzględna 7,4 g/kg

Dane produktu

EL 8 400V3 S, KIT-S, CL
Moc znamionowa: 6 kW Minimalne ciśnienie wody: 1 bar

Maksymalna moc: 6 kW Maksymalne ciśnienie wody: 10 bar

Obwód zasilający: 400/3/50-60 V/Ph/Hz Szerokość: 420 mm

Prąd znamionowy: 8.6 A Wysokość: 670 mm

Maksymalne natężenie: 8.6 A Glębokość: 370 mm

Wielkość bezpiecznika/wyłącznika: 3x 16 A Waga netto: 27 kg

Cylindry: 1 Całkowity ciężar: 40 kg

Typ cylindra: A363 Odstęp od frontu: 600 mm

Wylot pary: 22 mm Odstęp od lewej: 250 mm

Ilość wylotów pary: 1 Odstęp z prawej: 400 mm

Współczynnik napełnienia: 0.5 L/min Odstęp od sufitu: 400 mm

Współczynnik drenażu: 14.0 L/min Odstęp od podłogi: 600 mm

Pojemność nominalna: 8 kg/h Zasilanie wodą: G 3/4" mm

Minimalny zakres wyjścia: 1,6 kg/h Króciec drenażu: 30.00 mm

Maksymalna wydajność: 8 kg/h Powrót kondensatu: 8.00 mm

Przewód rozprowadzania pary 41-800
Dystans nawilżania (Bn): 0,3 m Długość produktu: 800 mm
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Ilość rur parowych: 1

A1 - EL (5210254) Opis
Condair EL electrode steam humidifier

The steam humidifier Condair EL is a pressure less steam generator that utilizes an electrode heating.

The unit arrives completely assembled for wall mounting. All models feature full frontal and side access via 
removable doors. Constructed from corrosion resistant materials with a scratch resistant powder paint finish. 
Steam distribution can be accomplished by using a steam distributor or Short Absorption Steam distribution 
can be circulated by using a steam distributor or Short Absorption Manifold OptiSorp for mounting into 
AHU/duct or Remote Mounted Blower Pack.

Functional description

Any time steam is requested, the electrodes are supplied with voltage via main contactor. Simultaneously, 
the inlet valve opens and water enters the steam cylinder from the bottom via water cup and supply line. As 
soon as the electrodes come in contact with the water, current begins to flow between the electrodes, 
eventually heating and evaporating the water. The more the electrode surface is exposed to water, the higher
is the current consumption and thus the steam capacity. As a result of the evaporation process, the 
conductivity of the water increases due to an escalating mineral concentration. Eventually, an inadmissibly 
high current consumption would take place if this concentration process were permitted to continue. To 
prevent this concentration from reaching a value, unsuitably high for the operation, a certain amount of water
is periodically drained from the cylinder and replaced by fresh water.

Condair Auto-Adaptive Control water management:

Advanced water management utilizing the patented Proportional plus Integral Auto-Adaptive Control system 
for optimal energy efficiency, water usage and cylinder life. The humidifier operates exclusively with 
untreated drinking water with a conductivity of 125 - 1250 µS/cm. It drains automatically optimized to water 
conditions to maximize cylinder life and reduce water usage.

A robust pump drain system removes the waste water. There is an automatically controlled (software 
monitored) drain as well as a manual override. The output is modulating between 20% and 100% of rated 
capacity.

Touch screen control

The touchscreen interface is easy to navigate, with lots of parameters for the user to monitor and optimize. 
Extensive help dialogs are offered at most every screen. The sophisticated software algorithm controlling the
auto-adaptive water control ensures stable humidity output at full- or partial humidification load.
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A2 - EL (5210254) Instalacja
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A3 - EL (5210254) Rysunek
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A4 - EL (5210254) Rysunek
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A5 - EL (5210254) Schemat Elektryczny
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A6 - EL (ELC_DWC-B-S) Instalacja
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A7 - System Dystrybucji (1115270) Instalacja
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A8 - System Dystrybucji (1115270) Schematyczny
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A9 - System Dystrybucji (1115270) Rysunek
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A10 - System Dystrybucji (1115270) Rysunek
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A11 - System Dystrybucji (2586148) Rysunek
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A12 - Sterownica (1103350) Rysunek
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A13 - Sterownica (1100416) Rysunek
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A14 - Sterownica (1100416) Rysunek
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A15 - Sterownica (2559251) Opis
Condair CDC 

Condair CDC serves for the humidity measurement in rooms. A capacitive humidity sensor and 
microprocessor humidity once per second. It calculates an averaging signal over a defined number of 
seconds and generates the output signal. This proven technology guarantees excellent reliability and long 
term stability. The output signal of the sensor (0…10 VDC, 0…20 mA or 2…10 VDC, 4…20 mA) may be 
customized by jumpers. The Condair CDC is installed directly on the duct. 

Mounting in a return air duct (recommended):
Mount the CDC in a return air duct close to the air outlet of the room but downstream from a return fan if one 
is present. 

Mounting in a supply air duct: 
Mount the CDC in a supply air duct at least three meters downstream from the nearest fan and coil and with 
a minimum distance of 5x the humidification distance to the steam distributor (see manual of the humidifier). 

30.11.2021 PODiG Nowy Tomysl  Strona 19



A16 - Sterownica (2559251) Instalacja
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A17 - Sterownica (2559251) Schematyczny
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A18 - Sterownica (2559251) Schemat Elektryczny

30.11.2021 PODiG Nowy Tomysl  Strona 22



A19 - Sterownica (2559259) Opis
Condair CHD 

The duct humidistat Condair CHD serves for humidity control (On/Off control) or as humidity monitoring 
device (maximum humidistat) in ducts.  The Condair CHD is installed directly on the duct. 

Mounting in a return air duct (recommended):
Mount the Condair CHD in a return air duct close to the air outlet of the room but downstream from a return 
fan if one is present.  

Mounting in a supply air duct: 
Mount the Condair CHD in a supply air duct at least three meters downstream from the nearest fan and coil 
and with a minimum distance of 5x the humidification distance to the steam distributor (see manual of the 
humidifier). 
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A20 - Sterownica (2559259) Instalacja
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A21 - Sterownica (2559259) Schematyczny
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