Stupy z wysiegnikiem

Lighting poles with bracket

BETA5+9 m

SIGMA7+10 m

Zakres dostepnych wysokosci / The range of available height 5=9m Zakres dostepnych wysokosci / The range of available height 7+10m
llos¢ ramion wysiegnika / Number of bracket arms 1+2 llos¢ ramion wysiegnika / Number of bracket arms 1+2

Wysieg wysiegnika / Outreach of bracket 1=1,5 Wysieg wysiegnika / Outreach of bracket 1+1,5
Srednica mocowania oprawy / Diameter of mounting fixtures & 60mm Srednica mocowania oprawy / Diameter of mounting fixtures @60 mm
Kat miedzy ramionami /The angle between the arms 180° Kat miedzy ramionami /The angle between the arms 180°

Kat podniesienia wysiegnika /The angle of extension arm raising 10° Kat podniesienia wysiegnika /The angle of extension arm raising 10°

Waga zestawu / Complete weight 49 +100 kg Waga zestawu / Complete weight 73 +113 kg
03$miokat / Octagonal - conical o 0Smiokat / Octagonal - conical o

EPSILON 9+12 m

ZETAS+10 m

Zakres dostepnych wysokosci / The range of available height 9+12m Zakres dostepnych wysokosci / The range of available height 5=10m
llos¢ ramion wysiegnika / Number of bracket arms 1=2 llos¢ ramion wysiegnika / Number of bracket arms 1+2

Wysieg wysiegnika / outreach of bracket 1=2 Wysieg wysiegnika / outreach of bracket 1+1,5
Srednica mocowania 0prawy / Diameter of mounting fixtures @60 mm Srednica mocowania 0prawy / Diameter of mounting fixtures @60 mm
Kat miedzy ramionami /The angle between the arms 180° Kat miedzy ramionami /The angle between the arms 180°

Kat podniesienia wysiegnika / The angle of extension arm raising 10° Kat podniesienia wysiegnika / The ange of extension arm raising 10°

Waga zestawu / Complete weight 114 +167 kg Waga zestawu / Complete weight 41+108 kg
0$miokat / Octagonal - conical O Stozek / Round-conical ©

Parametry techniczne pokazanej oprawy typu Tweet zawarte sa w katalogu ,Oprawy Oswietleniowe” firmy ELMONTER
Dobrane fundamenty dostosowane sa do maksymalnego danego obciazenia stupa/masztu, przy zamontowaniu opraw/naswietlaczy o parametrach zawartych w tabeli
Mozna zastosowac fundament o mniejszej no$nosci i tym samym rozstawie kotew, niz proponowany w katalogu, jednakze w tym celu nalezy skontaktowa¢ sig z Dziatem Sprzedazy firmy ELMONTER

Specifications of shown luminaire Tweet are included in the Elmonter catalogue of “Lighting fixtures”
Selected foundations are designed to maximal pole/mast load with installation of lighting luminaires/floodlights with the parameters indicated in the table
Can be applied foundation with a smaller load capacity and thereby anchors spacing than proposed in the catalog, however for that purpose, please contact with Elmonter Sales Department.
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Stupy z wysiegnikiem - BETA 5+-9m

Lighting poles with bracket

maksymalna powierzchnia
o 2 wiatrowa [m?]
o t @g E E SV A s max wind area 5@
0 E E ﬁ g g ib : [ | strefa wiatrowa / wind zone @
e od | <5 e | oo
Type m mm /d [mm mm axb [mm mm d:zog‘m d:.:?g'.m d:.fg'.m ki ks
BETA 5/1/1
S04/3/F190+W16/1/1/1-60/10 5 O 3 60/160 1 1000 70x400 500 | F-100 | 0,57 0,38 0,46 20 49
BETA 5/1/1,5
O 500 5 O 3 | 60160 | 1 | 1500 | 70x400 | 500 | F-100 | 035 | 022 | 028 | 20 51
BETA 5/2/1
S04/3/F190 + W16/1/2/1-60/10/180 5 0 3 60/160 2 1000 70x400 500 | F-100 | 0,84 0,49 0,64 35 55
BETA5/2/1,5
ousrm s | 3 | O | 3| 60160 | 2| 1500 | 70x400 | 500 | F100 | 077 | 042 | 057 | 35 59
BETA 6/1/1
53150 WA 60D 6 O 3 | 6060 | 1 | 1000 | 70x400 | 500 | F-100 | 051 | 035 | 042 | 20 57
BETA 6/1/1,5
S0  WTe15.6010 6 |O| 3 | 60160 | 1 | 1500 | 70x400 | 500 | F-100 | 031 | 020 | 025 | 20 59
BETA 6/2/1
wmma o | 0 | O | 3 | 60160 | 2 | 1000 | 701400 | 500 | F-100 | 049 | 022 | 034 | 35 63
BETA 6/2/1,5
s wessonos | 6 | O | 3| 60160 | 2| 1500 | 70x400 | 500 | F100 | 042 | 015 | 027 | 35 67
BETA7/1/1
60 WA 601D 7 O 3 | 60/160 | 1 | 1000 | 100x400 | 500 | F-100 | 038 | 016 | 025 | 20 66
BETA7/1/1,5
O6FIS0- WS40/ 7 | O 3 | 60160 | 1 | 1500 | 100x400 | 500 | F-100 | 035 | 013 | 02 | 20 68
BETA7/2/1
S06/3/F190 -+ W16/1/2/1-60/10/180 71| 0O 3 60/160 2 1000 | 100x400 | 500 | F-100 | 0,24 0,03 0,12 35 72
BETA 7/2/1,5
wusrosmmmsaom | 7 | O |3 | 60160 | 2 | 1500 | 100x400 | 500 | F-100 | 017 | - | 005 | 35 76
BETA 8/1/1
O350 WA S0D 8 |O | 3 | 60160 | 1 | 1000 | 100x400 | 500 | B-120 | 035 | 017 | 025 | 20 81
BETA 8/1/1,5
07 500 8 |O| 3 | 60160 | 1 | 1500 | 100x400 | 500 | B-120 | 0,5 | 011 | 017 | 20 8
BETA 8/2/1
S07/3/F250 + W16/1/2/1-60/10/180 8 O 3 60/160 2 1000 | 100x400 | 500 | B-120 | 0,45 0,18 0,30 35 87
BETA 8/2/1,5
omsim s | 8 | O | 3| 60160 | 2| 1500 | 100x400 = 500 | B-120 | 038 | 011 | 023 | 35 91
BETA 9/1/1
83250 W60 9 | O| 3 | 60160 | 1 | 1000 | 100400 | 500 | B-120 | 023 | 008 | 014 | 20 90
BETA 9/1/1,5
O8R5 600 9 |O| 3 | 60160 | 1 | 1500 | 100x400 | 500 | B-120 | 0,96 | 003 | 0,09 | 20 92
BETA 9/2/1
SO8/3/F 250+ WI6/1/2/1-60/10/180 9 O 3 60/160 2 1000 | 100x400 | 500 | B-120 | 0,25 - 0,11 35 9
BETA 9/2/1,5
sgsrsswsnmsaow | 9 | O 3 60/160 | 2 | 1500 | 100x400 | 500 | B-120 | 0,18 - 0,05 35 100

BETA5+9 m
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Wysiegniki

Brackets

Przyktad oznaczenia / Sample symbol

W16/1/1/1,5-60/10
| kat podniesienia / lantern fixing angle

ﬂ $rednica gorna stupa / top diameter of the pole

wysieg wysiegnika / bracket length [m]

ilos¢ ramion / number of arms

W16 wysokos¢ wysiegnika / bracket height [m]
typ wysiegnika / bracket type

W20

e e

v .2 | 2 | 6 v v ] v v  v| | | V|
W16 2 | 2 | 4 v vV v | v 7

W20 2 3 6 v v v v v v v v

Parametry techniczne pokazanych opraw typu Murena zawarte s w katalogu ,Oprawy Os$wietleniowe” firmy ELMONTER

Specifications of shown luminaires Idylle and Murena are included in the Elmonter catalogue of “Lighting fixtures”
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