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CPU Name:

Hardware
Intel Xeon Silver 4309Y
3600
2800
16 cores, 2 chips
1.2 chips
32KB 1+ 48 KB D on chip per core
1.25 MB I+D on chip per core
12 MB 1+D on chip per chip
None

512 GB (16 x 32 GB 2Rx8 PC4-3200AA-R, running at
2666)

125 GB on tmpfs

None

Firmware:

System State:

Software
Red Hat Enterprise Linux 8 4 (Ootpa)
4.18.0-305.¢18.x86_64

Fortran: Version 2021.5 of Intel Fortran Compiler
Classic for Linux;

C/C++: Version 2021.5 of Intel C/C++ Compiler
Classic for Linux.

Yes

Version 1.6.5 released Apr-2022
tmpfs

Run level 3 (multi-user)

64-bit

64-bit

jemalloc memory allocator V5.0.1

BIOS and OS set fo prefer performance
at the cost of additional power usage

16 158 374 158 | 374 374
16| 145 15 141 118 118
16 695 753 695 753 753
16 129 103 131 101 106
16 157 sed| 157 | 564 56.4
16 178 668 180 | 66.| 6.0
16| 217 666 217 | 666 6.
16| 120 146 120 146 146
1] 114 798| 15| 792 19
16 169 930 170 | 92| 925
SPECspeed®2017_fp_base| 98.6
5_peak] 99.0

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.
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Othes

Hardware
Intel Xeon Silver
3600
2800
16 cores, 2 chips
1.2 chips
32KB 1+ 48 KB D on chip per core
1.25 MB I+D on chip per core
12 MB 1+D on chip per chip
None
512 GB (16 x 32 GB 2Rx4 PC4-3200AA-R, running at
2666)
1x 960 GB SATA SSD
None

Firmware:

Software
Red Hat Enterprise Linux release 8.4 (Ootpa)
4.18.0-305.¢18.x86_64

Fortran: Version 2021.1 of Intel Fortran Compiler
Classic Build 20201112 for Linux;

C/C++: Version 2021.1 of Intel C/C++ Compiler
Classic Build 20201112 for Linux

Yes
Version 0.95 Released Dec-2021
xfs

Run level 3 (multi-user)

64-bit

Not Applicable

jemalloc memory allocator V5.0.1

BIOS and OS set to prefer performance at the cost
of additional power usage

Se

16 145 406 146

16 132 L7 126 | 132
16 653 802 653 802
16 131 101 127 | 104
16 151 587 151 53¢
16 168 707|166 714
16 215 672 215 671
16 126 139 126 139
16 107 855 106 862
16 156 101 155 | 101

SPECspecdB2017 fp basg 103

) Not Ruz|

esults appear in the

Bold underlined text indi
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Other:

Max MHz:

Hardware

Intel Xeon Silver
3600

2800

16 cores, 2 chips
1,2 chips

32 KB+ 48 KB D on chip per core
1.25 MB I+D on chip per core

12 MB 1+D on chip per chip

None

512 GB (16 x 32 GB 2Rx4 PC4-3200AA-R, running at
2666)

1x 960 GB SATA SSD
None

Firmware:

: BIOS and OS set to prefer performance at the cost

erprise Linux release 8.4 (Ootpa)
4.18.0-305 18 x86_64

Fortran: Version 2021.1 of Intel Fortran Compiler
Classic Build 20201112 for Linux;

C/C++: Version 2021.1 of Intel C/C++ Compiler
Classic Build 20201112 for Linux

Yes
Version 0.95 Released Dec-2021
xfs

Run level 3 (multi-user)

64-bit

Not Applicable

jemalloc memory allocator V5.0.1

of additional power usage

16]

16|
16|
16|
16|
16|
16|
16|
16|
16|
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