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OŚWIADCZENIE 
 
Stosownie do art. 20 ust. 4 Prawa Budowlanego (Dz. U. Z 2003r Nr 207, poz. 2016 
oraz z 2004r Nr 6, poz. 41, Nr 92 poz. 888) oświadczamy, że niniejszy: 
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w ramach zadania „Remont Sali nagrań dźwiękowych i kabin reżyserskich w 
Gmachu Wydziału Elektroniki i Technik Informacyjnych Politechniki 

Warszawskiej” 
 

 
jest zgodny z obowiązującymi przepisami oraz zasadami wiedzy technicznej i jest 
kompletny z punktu widzenia celu, któremu ma służyć. 
 
 
 
PROJEKTANT INSTALACJI SANITARNYCH:  
mgr inż. Kamil Saczuk, nr upr. MAZ/0209/PWOS/11..................................................... 
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Nawiew Wyciąg

- - m2 m m3 - 1/h m3/h m3/h 1/h  - -

14 Kabina reżyserska 13,77 2,9 39,93 6 2 200 200 5,0 N1 W1

12 Sala nagrań 48,59 6,6 320,69 6 1950 1950 6,1 N1 W1

24 Kabina reżyserska 14,22 2,75 39,11 6 2 200 200 5,1 N1 W1

2350 2350

Vwyw UwagiNr pom. Pomieszczenie Pow. Wys. Kub.
Kr.wym. 

rzecz
il. osób

Kr.wym. 

proj
Vnaw

System

Strona 1 z 1



Data

Oferta nr
Przygotował
Oznaczenie
Jednostka

Klient

Lokalizacja

m3/h 250 Pa 1,86 m/s

m3/h 250 Pa 1,86 m/s

A mm H mm

B mm króćce mm

Wymiary

-

-

480

1870

Zasilanie centrali: 230V

Model :  

Nawiew

Wywiew

Natężenie przepływu Spręż dyspozycyjny Prędkość czołowa

Dan-Poltherm Sp. z o.o.
Centrala:
Rusocin, ul. Gdańska 12
83-031 Łęgowo
tel:  +48 58 692 11 77
fax: +48 58 692 11 78
 

2350

2350

Barbara Handziuk

DP 7 CF Compact H

Politechnika Warszawska - EIT sala nagran

DP 7 CF Compact H

Oddział w Warszawie:
ul. Ryżowa 49/201
02-495 Warszawa
tel:  +48 609 049 200
 

Oddział w Katowicach:
Ul. Konduktorska 39b
40-155 Katowice
tel: +48 665 670 088
 

Wrocław / Poznań:
tel: +48 609 222 021
e-mail: mcytrynski@dan-poltherm.pl
e-mail: wroclaw@dan-poltherm.pl
e-mail: poznan@dan-poltherm.pl
 

www.dan-poltherm.pl                                                        office@dan-poltherm.pl                                       NIP: 583-10-02-530, REGON: 190426728

875x415

2100

2020-09-25



30 mm

Zadaszenie:   

mm mm

mm mm

Minipleat

wywiew

Tak

M5

Minipleat

nawiew

Typ

Filtracja

Tak

M5

Podwieszana

Presostat do sygnalizacji zabrudzenia filtra

Klasa filtracji

Elementy podłączenia nawiew

Przepustnica PW ( wylot ) z siłownikiem

wywiew

Nie

amortyzujące

Nie

amortyzujące

Nie

amortyzujące

Nie

amortyzujące

Masa :

Konstrukcja

Elementy wewnętrzne: 

do potwierdzenia 

Nie (wykonanie wewnetrzne)

Wełna mineralna

Grubość obudowy:

Data

Oznaczenie projektowe -

Jednostka

Lokalizacja

Połączenie

Króciec wylotowy

Przepustnica PW ( wlot ) z siłownikiem

Połączenie

Króciec wlotowy

kg

Oferta nr

Materiał izolacyjny : 

Strona obsługowa : 
Zewnętrzny panel: Blacha ocynk

Blacha ocynk

-

Typ centrali :

DP 7 CF Compact H

Politechnika Warszawska - EIT sala nagran

875x415 875x415

875x415 875x415

340

2020-09-25



m3/h m3/h

-20 °C 20 °C

14,4 °C -9,6 °C

100 % 40 %

6 % 99 %

12,4 kg/h

m3/h m3/h

250  Pa 250 Pa

230  V 230 V

765 W 604 W

2959  1/min 2765 1/min

0,78  kW 0,78  kW

3,9 A 3,9 A

Przeciwprądowy

-

Moc wymiennika 33,5 kW

Maks. Prąd ( zasilanie )

Typ wymiennika

Ilość kondensatu

Ilość powietrza

Napięcie ( nominalne )

Maks. Moc ( zasilanie )

Prędkość obrot. ( w punkcie pracy )

Moc ( w punkcie pracy )

ECEC

Wejściowa temp.

Wyjściowa temp.

Wejściowa wilgotność

Wyjściowa wilgotność

Sprawność odzysku

Oferta nr -

Oznaczenie projektowe -

Jednostka

Lokalizacja

wywiewnawiew

Opory sieci

Typ

Wentylatory nawiew wywiew

-

Data

Ilość powietrza

85,9 %

Wymiennik

2350 2350

2350 2350

DP 7 CF Compact H

Politechnika Warszawska - EIT sala nagran

2020-09-25



a

b

c

d

e

f %

g 0,69 0,69 m3/s

h 0,765 0,604 kW

W/(m3/s)

W/(m3/s)

j 1,86 1,86 m/s

k 250 250 Pa

l 192 192 Pa

m 163 0 Pa

n 61,7 60 %

o %

q

r

s

<4/<5

p

Znamionowe ciśnienie zewnętrzne (Dps, ext)

Sprawność odzysku ciepła (przepływ zrównoważony) 

Znamionowe natężenie przepływu w SWNM

Efektywny pobór mocy

JMW int

Lokalizacja

-

-

Rozporządzenie KE Nr 1253/2014 ( 2018 )

Nazwa producenta

Identyfikator modelu

Deklarowany typ SW

Rodzaj napędu

Rodzaj UOC

Napęd płynny

Przeponowy

631 (311/320)

Tak

Zgodność produktu z rozporządzeniem KE 1253/2014

57

zgodny 

Oznaczenie projektowe

Jednostka

Data

Oferta nr

Alarm na panelu 

Deklarowany maksymalny stopień przecieków 

powietrza zewnętrzych/wewnetrznych 

Opis mechanizmu wizualnego ostrzeżenia o 

konieczności wymiany filtra 

Efektywność energetyczna - klasa filtra 

-

www.dan-poltherm.plAdres strony internetowej 

Poziom mocy akustycznej emitowanej przez 

obudowę (LWA)

Spadek ciśnienia wewnętrznego części 

pełniących funkcje wentylacyjne (ps, int)

Spadek ciśnienia wewnętrznego części 

niepełniących funkcji wentylacyjnych (ps, add)

Sprawność statyczna wentylatorów 

wykorzystywanych zgodnie z rozporządzeniem 

M5

M5

i JMW int limit

Czy JMW int jest mniejsze od JMW int limit?

1193

Prędkość czołowa

85,9

Dan-Poltherm Sp. z o.o.

DP 7 CF Compact H

DSW SWNM

DP 7 CF Compact H

Politechnika Warszawska - EIT sala nagran

2020-09-25
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Project Note

Project: New Project1

Notes: Equivalent length is calculated by coefficients:
1:System 1
The user is responsible for ensuring that all data entered is correct.
Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-
e/SMMS-7/MiNi-SMMS7/MiNi-SMMS-e/Side Blow VRF/MiNi-SMMS Installation Manual.
It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system
design is correct before installation.
Please note that in the event of future system expansion being allowed for in the system design or a change in
cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.

System 1:

Project Name:New Project1
Prepared By:Michal Ajdukiewicz Revision:

Version:1.3.24
Page 3 of 18



Project Equipment List

New Project1

Outdoor Units
Model Quantity Description
RAV-GM1401ATP-E 1 Digital Inverter

Indoor Units
Model Quantity Description
RBC-5HP DXC031 1 DX Coil Interface (0-10V)

Piping Length
Pipe Diameter Total Length Gas Side Discharge Side Liquid Side
9,5mm 5,00 m 0,00 m 0,00 m 5,00 m
15,9mm 5,00 m 5,00 m 0,00 m 0,00 m

Total Refrigerant Charge Amount
Refrigerant (R32) Amount Description
Outdoor Unit 2,100 kg Refrigerant amount charged in factory
Additional Refrigerant 0,000 kg Amount needed for the pipes at the site

TOTAL: 2,100 kg

Outdoor Design Temperature
System Mode Description Temperature
System 1 Cooling Dry Bulb temperature 28,0 °C

Heating Wet Bulb temperature 6,0 °C

Project Name:New Project1
Prepared By:Michal Ajdukiewicz Revision:

Version:1.3.24
Page 4 of 18



Project Compliance

New Project1 Compliance

System 1
Rules Specification Design Ok
Outdoor Units - 1 Unit ✔

Indoor Units (Control Boards) - 1 Unit ✔

Outdoor Combined Rated Cooling - 12,10 kW ✔

Outdoor Combined Rated Heating - 12,80 kW ✔

Indoor Combined Rated Cooling - 12,10 kW ✔

Indoor Combined Rated Heating - 12,80 kW ✔

Farthest Piping Real Length 50,00 m 5,00 m ✔

Farthest Piping Equivalent Length - 5,00 m ✔

Shortest Piping Real Length 5,00 m 5,00 m ✔

Highest Indoor Unit 30,00 m 0,00 m ✔

Lowest Indoor Unit 30,00 m 0,00 m ✔

Greatest Height Between Indoor and Outdoor Units(H1) - 0,00 m ✔

Limit Density 0,061 kg/m³ 0,000 kg/m³ ✔

Additional Charge - 0,000 kg ✔

Total Charge - 2,100 kg ✔

Central Control ✔

Overall ✔

Project Name:New Project1
Prepared By:Michal Ajdukiewicz Revision:

Version:1.3.24
Page 5 of 18



System Equipment List

System 1

Outdoor Units
Model Quantity Description
RAV-GM1401ATP-E 1 Digital Inverter

Indoor Units
Model Quantity Description
RBC-5HP DXC031 1 DX Coil Interface (0-10V)

Piping Length

Pipe Diameter Total Length Gas Side Discharge Side Liquid Side

9,5mm 5,00 m 0,00 m 0,00 m 5,00 m
15,9mm 5,00 m 5,00 m 0,00 m 0,00 m

Total Refrigerant Charge Amount
Refrigerant (R32) Amount Description
Outdoor Unit 2,100 kg Refrigerant amount charged in factory
Additional Refrigerant 0,000 kg Amount needed for the pipes at the site

TOTAL: 2,100 kg

Outdoor Design Temperature
Mode Description Temperature
Cooling Dry Bulb temperature 28,0 °C
Heating Wet Bulb temperature 6,0 °C

Electronic Information(OutdoorUnits)
Property Value Description
MOCP(A) 0 Maximum Overcurrent Protection
MCA(A) 0 Minimum Circuit Amps
Protection Device Size(A) Follow applicable local standard as needed
Wire(cable size)(mm²) or AWG(#) Follow applicable local standard as needed

Electronic Information(IndoorUnits)
Property Value Description
Total MCA(A) 0
Protection Device Size(A) Follow applicable local standard as needed
Wire(cable size)(mm²) or AWG(#) Follow applicable local standard as needed

Project Name:New Project1
Prepared By:Michal Ajdukiewicz Revision:

Version:1.3.24
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System Details

System 1

Outdoor Unit
Cooling (kW) Heating (kW) Diversity

Model Name Rated Corrected Rated Corrected System Building
RAV-GM1401ATP-E 12,10 13,30 12,80 11,73 0% 0%

Outdoor Unit Combination
Header Follower1 Follower2 Follower3 Follower4
RAV-GM1401ATP-E

Indoor Units
UnitName Capacity Fan Speed Capacity (Total/Sensible) [kW]

Model Name &Room Code Air flow (m³/h) Mode Rated Corrected Required

RBC-5HP DXC031 5
High Cooling 12,10/0,00 13,30/0,00 0,00/0,00

0 Heating 12,80 11,73 0,00
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13,30 11,73 kW

RBC-5HP DXC031

5,00 m
9,5 / 15,9

RAV-GM1401ATP-ESystem information
Indoor Units 1 of 1
Capacity Ratio 100,0%
Total Pipe Length 5,00 m
Indoor Cap. Tot./Sen. 13,30 kW/0,00 kW
Indoor Cap. Heat. 11,73 kW
Building diversity 0%

Outdoor/Indoor Legend
Unit Name
Model Name
Room Name

Corrected capacity Tot./Sens./ Heat.

Piping Legend
Actual Length
Liquid / Suction Gas diameters
Note: It is the responsibility of the consultant or
contractor, to verify and confirm that the equipment
selection and system design is correct before
installation.

Schematic Overview

System 1
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Outdoor Unit Details

System 1 RAV-GM1401ATP-E

Accessories
Header Follower1 Follower2 Follower3 Follower4 Electrical Information

Slot 1 Summary: 1N AC+Earth 220/230/240V 50Hz
Slot 2
Slot 3
Slot 4
Slot 5
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RBC-5HP DXC031

RAV-GM1401ATP-E

A,B

0-10V P.C.Board

RBC-5HP DXC031

RAV-GM1401ATP-E

1N AC+Earth 220/230/240V 50Hz

System Wiring Diagram

System 1
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RBC-5HP DXC031

RAV-GM1401ATP-E

A,B

0-10V P.C.Board

5,00 m
9,5 / 15,9

RAV-GM1401ATP-E
13,30 11,73 kW

RBC-5HP DXC031

1N AC+Earth 220/230/240V 50Hz

Control Wiring Legend
Outdoor - Indoor Control Wiring*
Central Control Wiring*
Outdoor Units Control Wiring*
Remote Controller Wiring*

Label
U1,U2
U3,U4
U5,U6
A,B

Wiring Size and Length
1,25mm² up to 1000m & 2,0mm² up to 2000m
1,25mm² up to 1000m & 2,0mm² up to 2000m
1,25mm² to 2,0mm² up to 100m
0,5mm² to 2,0mm² up to 500m (Wireless
Remote Controller up to 400m). Group
Control wiring is up to 200m

* 2 core, no polarity, shielded
Note: Power Wiring should comply with Local, National and International Regulation.

Symbol Legend
Control
Power
Remote Control
Signal
Piping*
*Note: Pipe diameters in mm

Piping & Wiring Diagram
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RBC-5HP DXC031

RAV-GM1401ATP-E

A,B

0-10V P.C.Board

RAV-GM1401ATP-E

RBC-5HP DXC031

Control Wiring Diagram
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RAV-GM1401ATP-E

RBC-5HP DXC031

1N AC+Earth 220/230/240V 50Hz

Power Wiring Diagram

System 1
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RBC-5HP DXC031

RAV-GM1401ATP-E

A,B

0-10V P.C.Board

RAV-GM1401ATP-E

RBC-5HP DXC031

1N AC+Earth 220/230/240V 50Hz

Control Wiring Legend
Outdoor - Indoor Control Wiring
Central Control Wiring
Outdoor Units Control Wiring
Remote Controller Wiring

Label
U1,U2
U3,U4
U5,U6
A,B

Wiring
2 core, no polarity, shielded
2 core, no polarity, shielded
2 core, no polarity, shielded
2 core, no polarity, shielded

Wiring Size and Length
1,25mm² up to 1000m & 2,0mm² up to 2000m
1,25mm² up to 1000m & 2,0mm² up to 2000m
1,25mm² to 2,0mm² up to 100m
0,5mm² to 2,0mm² up to 500m (Wireless
Remote Controller up to 400m). Group
Control wiring is up to 200m

Note: Power Wiring should comply with Local, National and International Regulation.

Symbol Legend
Multi Flow Selector
Flow Selector
PMV kit
Electrical isolator

Project Wiring Diagram

System 1
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Control System

New Project1

Connection Legend
- Ethernet - RS485 - TCC Link - Lonworks
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RAV-GM1401ATP-E

RBC-5HP DXC031

Outdoor Unit

RAV-GM1401ATP-E
13.30 11.73 kW

Digital Inverter

5.00 m
9.5-15.9

Piping Diagram

System 1
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RAV-GM1401ATP-E

RBC-5HP DXC031

0-10V P.C.Board

A,B

Outdoor Unit

RAV-GM1401ATP-E
13.30 11.73 kW

Digital Inverter

B

1N AC+Earth 220/230/240V 50Hz

A,B Wiring:For Remote controller wiring(2 Core)

Wiring Diagram

System 1
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RAV-GM1401ATP-E

RBC-5HP DXC031

0-10V P.C.Board

A,B

Outdoor Unit

RAV-GM1401ATP-E
13.30 11.73 kW

Digital Inverter

5.00 m
9.5-15.9

B

1N AC+Earth 220/230/240V 50Hz

A,B Wiring:For Remote controller wiring(2 Core)

System Diagram

System 1
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